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The special meeting of the Historic Landmarks Commission was held on Thursday, December 2, 2021, at 
9:00 a.m., in the Council Chambers Conference Room of Suffolk City Hall, 442 W. Washington Street, 
Suffolk, Virginia, with the following persons present: 


MEMBERS PRESENT: STAFF: 

George Bailey Kevin Wyne, Interim Assistant Director Planning 
William Bissell Kevin Hughes, Deputy City Manager 

Susan Coley Alexis Baker, Comprehensive Planning Manager 
Merritt Draper Sean Dolan, City Attorney 

Oliver Hobbs Jennifer Cobb, Zoning Administrator 

Edward King Deanna Holt, Business Development Manager 
Brian Shaffer Marion Riddick, Planning Technician 


Vivian Turner 


The special meeting was called to order by Chairman Hobbs. The roll was called by Marion Riddick, and 
the Chairman was informed that a quorum was present. 


Ms. Page Pollard was the guest presenter for today’s HLC special meeting. 


Ms. Pollard is working with the City of Suffolk to update the Design Guidelines (Standards) for the 
Historic District. She will be evaluating the application process to see how the procedure is working from 
the submission of the application until the approval of the application. Currently, we are in the draft phase 
of the Design Guidelines. Ms. Pollard presented a PowerPoint presentation with the following 
information: 


The role of the Historic Landmarks Commission: 


e Review alterations, additions, demolition and new construction within the local overlay district. 
e Provide consistent review of non-administrative items, based on adopted design guidelines 
e Treat each applicant with respect while rendering decisions in keeping with the design guidelines. 


The Suffolk Downtown Master Plan Formulated the Approach for the Updated Guidelines 


e Foster implementation 
e Respond to public engagement and outreach 
e Adopt city council priorities 

- Revise standard to make more current 

- Streamline this process 

- Maintain Integrity 


Maintain Certified Local Government Status 


e Level of professionalism 
e Ensures consistency 
e Partnership with state and federal governments 


Ms. Pollard and her team from the Commonwealth Preservation Group, interviewed stakeholders from 
the following groups: 


Internal Stakeholder Interviews 
e Interview in small groups 
e 17 Interviews including the Mayor and Vice-Mayor, City Council Members, Historic Landmarks 
Commissioners, and City Staff 


External Stakeholder 


e 16 interviewees including homeowners, business owners, and members of the arts and culture 
community. 


After the interviews, Commonwealth Preservation group analyzed the results and grouped them into 
expectations: 


4 Key Clarifications of Expectations 


Clarification (expectation, process, district boundary) 

e Investment (owner, occupant and investors, cyclical maintenance, and supplementary funding) 
e Historic approach (flexibility with signage, alternative materials, energy efficiency, public art, 
porch railing, paint colors, and assessing visibility) 


Education (more training on alternative material for HLC members, staff and property owners) 


Methodology for Updating Design Guidelines 


e Clear Expectations 
o How to use the Standards. 
o What is visible from the public right-of-way? 
o Where can fences be places? 


e Educational 


o Routine maintenance schedule 
o How to fill out a certificate of appropriateness. 
o What is the return of investments for historic and non-historic window? 


e Graphically oriented 
o Example of how to review the shape of a house 
o Example of appropriate and inappropriate signs 


e Streamline 


o Table of contents arranged by Contributing and Non-Contributing Resources 
o Who to see fora COA? 
o Critical questions for materials 


Is it beyond repair? 
Is it character defying? 
Is it integral to the historic district? 


o Considerations for Alternative Materials 


Potential impact 

Durability and performance 
Appearance 

Location 

Sustainability 


Ms. Pollard also presented a flowchart, that will be in the updated Design Guidelines, to assist with 


evaluating alternative materials by using the following considerations: 


Flowchart for Alternative Materials 


e Can the existing feature/material be repaired? 


e Is the material character defining and can the look be replicated? 


e Is the material still available to be used for replacement (1.e. wood, brick)? 


e Is it reasonable to expect that skilled craftsman are available to install this material (i.e. original 


wrought iron)? 


e Is the new equivalent material of lesser quality than the historic material? 


e Expense vs. investment, life-cycle analysis, maintenance cycles, economic consideration given to 


property, not individual 


Commissioner Hobbs shared one of his experiences on the board concerning an application that came 
before the Commissioners, and the decision of the board was for the homeowner to replace the roof. At 
the time, the roof was going to cost more than the assessed value of the house. The house was in terrible 
shape, but the Commissioners had to make the best decision based on the guidelines of the historic 


district to deny the application. 


Ms. Pollard informed the Commissioners to walk through the process and to be prepared that the 
homeowner may not like the board’s decision which is based on the standards and not economics. 


Commissioner Bissell commented on applications that are appealed to City Council. What is the City 
Council’s process? 


Ms. Pollard recommended that the Commissions are to be helpful as they can with the implementation 
of the guidelines. The City Council can review applications using merits outside of the HLC purview. 


Commissioner Draper commented that he does not like the way he has to vote, but he knows that he has 
to take the guidelines into consideration. 


Per Ms. Pollard, there is no perfect appeal answer. The approval process is to protect and manage 
change within the district, and the decisions may be heard and overturned at times. She informed the 
Commissioners that they are doing a good job in minimizing appeals per the data that was collected. 


Commissioner Bissell asked what mechanisms were in place to determine if a property is in the historic 
district. The best way to make new homeowners aware that the property is in the historic district is 
through realtors. Black street signs are also indicators of the historic district properties. 


Commissioner Coley feels that the Commissioners could be educated more on alternative materials for 
windows and roofs. She made the suggestion that bringing in samples would be helpful for the 
Commissioners. 


Ms. Baker made suggestions on ways to get the word out that a property is in the historic district. First, 
sending out notices to new homeowners is one way of getting the word out. Secondly, relying on 
realtors to do the right thing in notifying potential buyers that a property is in the district. 


Commissioner Draper made a suggestion on establishing a general fund with a limit to be used for 
properties in the historic district when money is an issue and repairs are desperately needed. 


Commissioner Shaffer recommended taking some of the money collected from the maintenance 
violators to use towards educating homeowners on the guidelines of the district. 


Commissioner Bailey shared what is happening just two block away from here. There are houses that 
have been boarded up for over 10 years with absentee landlords who do not take responsibility. 


Ms. Pollard recommends that the Commissioners establish their role, make clear what is not in the HLC 
board control, and manage change in the historic district through historic resources. She also 
recommends getting the property maintenance staff involved in enforcing the standards guide. 


Finally, Ms. Pollard shared the following feedback from the City Council regarding the implementation 
of the current Design Guidelines and the overall Historic Conservation Overlay District (Historic 
District). 


Feedback from City Council concerning perception in local districts 


e Lack of specificity 

e Commitment to the district 

e Aesthetics versus integrity 

e Perceptions of difficult process 
e Financial burden 

e Property owner support 


Ms. Pollard presented the next steps prior to the adoption of the new Design Standards: 


e Receive HLC input and support 

e Return to City Council to address comments 

e Final public outreach meeting 

e Final design standards 

e Present to Planning Commission 

e Adoption by City Council 

e HLC training session on how to use the guidelines and apply them 
e Try out the flowchart and get comfortable with it 


There being no further business, the meeting was adjourned. 


HISTORIC LANDMARKS COMMISSION 


Motion: 
Pe 
pies 
December 2, 2021 
Vote: 
ATTENDANCE 
COMMISSIONERS PRESENT | ABSENT YES NO 

Bailey, George X 

Bissell, William N. Xx 

Coley, Susan X 


Darden, Mary Austin, Vice Chairman 
Draper, Merritt 


Hobbs, Oliver, Chairman 


King, Edward L. 


Shaffer, Brian 


| P<) P<] ><] P< 


Turner, Vivian 


MINUTES 
HISTORIC LANDMARKS COMMISSION 
December 9, 2021 
9:00 A.M. 


The regular meeting of the Historic Landmarks Commission was held on Thursday, December 9, 2021, at 
9:00 a.m., in the Council Chambers of Suffolk City Hall, 442 W. Washington Street, Suffolk, Virginia, 
with the following persons present: 


MEMBERS PRESENT: STAFF: 

George Bailey Alexis Baker, Comprehensive Planning Manager 
William Bissell Jerry Jones, Director of Capital Programs 

Susan Coley Melvion Knight, Assistant Zoning Administrator 
Mary Austin Darden Sean Dolan, City Attorney 

Merritt Draper Grace Braziel, Planner II 

Edward King Marion Riddick, Planning Technician 

Brian Shaffer Brandy Johnson, Property Maintenance Inspector 


Vivian Turner 


The meeting was called to order by Vice Chairman Darden. The roll was called by Marion Riddick, and 
Vice Chairman Darden was informed that a quorum was present. 


APPROVAL OF THE MINUTES: The minutes of the previous meeting were approved as presented. 
NEW BUSINESS: 


A motion was made by Commissioner Bissell to move HLC2021-00038 to the front of the docket and 
seconded by Commissioner Shaffer. The motion passes with a vote of 8-0. 


Request for Certificate of Appropriateness HLC2021-00038, submitted by Steven Oser, 312 N. Main 
Street, LLC, applicant and property owner, for exterior alterations at property located at 312 N. Main 
Street. The property is further identified as Tax Map Number 34G11(A)*161, Suffolk Voting Borough, 
zoned CBD, Central Business District zoning district, and HC, Historic Conservation Overlay District. 


The staff report was given by Alexis Baker, Comprehensive Planning Manager. The applicant is 
specifically requesting to replace the metal tile roofing on the main structure and the standing seam metal 
porch roof with architectural shingles in estate gray. The subject property is located at 312 N. Main Street. 
This property is part of the Original Suffolk District of the Suffolk Historic Conservation Overlay District. 


res ats . . fi th tl : 
The majority of the buildings in this area were constructed in the late 19 "and early 20 ’ centuries and 
represent Queen Anne Victorian, Bungalows, Vernacular, and Colonial Revival architectural. The subject 
property is part of the Central Business District zoning district. 


According to the National Register of Historic Places, the subject property, constructed circa 1890, is a 
contributing structure to the Original Suffolk Historic District. This building, currently used as an 
attorney’s office, represents Queen Anne Victorian architecture. The wood frame structure is clad with 
weatherboard with a vernacular porch with an ionic column and classical entablature. It has three 
asymmetrical bays, and the hipped roof has pressed metal tiles. 


Acondition statement indicated that the roof is non-repairable and needs to be replaced. There are missing 
metal tiles which have since been discontinued and the contractor is unable to purchase new tiles for repair. 
The contractor also states that there are problems with the flashing points and the metal is deteriorated to 
the point where a coating would not be recommended on top of the metal. 


The applicant is requesting to replace the metal tile on the main roof and the standing seam metal porch 
roof with architectural shingles in estate gray. While staff notes that the metal tile roof is in poor condition 
and cannot be repaired or replaced with the same product, the Historic District Design Guidelines and 
Secretary of Interior’s Standards state that the replacement roofing material should match the old material 
in design, color, texture, and other visual qualities. However, if the original roofing material cannot be 
matched, the Design Guidelines recommend historic materials, such as a standing seam metal roof, be 
used as replacement material. The porch roof is covered with standing seam metal roof and should be 
replaced in-kind with a standing seam metal roof. Staff recommends an in-kind replacement of the roof 
with a material resembling the metal tile or, alternatively, a traditional roofing material such as a standing 
seam metal roof. The porch roof should be replaced with a similar standing seam metal roof. 


Staff recommends denial of the request to replace the existing metal tile roof with architectural shingles. 


Ms. Baker pointed out that the flowchart for alternative materials that was placed in front of the 
Commissioners, while not approved at this point, was given as a part of the draft guidelines and used as a 
logical way of potentially evaluating alternative materials. 


The public hearing was open for anyone who wanted to speak in favor of the application. 


Mr. Steven Oser, the owner of 312 N. Main Street, spoke in favor of the application. He began by 
informing the Commissioners that not only is there a law practice at this location, but he rents two 
apartments in the building as well. The building was built in 1906 and was the former Dr. Weinberg’s 
Office. The building was redone 15 or 20 years ago, but the roof was not redone. 


There was no one who spoke in opposition of the application. 


The public hearing was closed to the public, and the Commissioners discussed the application. 


Commissioner Bailey asked Mr. Oser if the roof was currently leaking, knowing that if so, it could create 
black mold over a period of time. Mr. Oser’s reply was no. Vice Chairman Darden spoke on the aspect 
of historic material versus new material and the challenges it presents when the material is no longer 
available. She feels that replacing the roof with a standing metal seam is a recommendation, but 
personally, a metal seam roof may not be appropriate because of the lines and that it would completely 
change the look of the roof. Commissioner Bissell agrees with Vice Chairman Darden, stating that the 
standing steam roof takes away the character of the house more than most roofs because of the profile of 
the seams. Commissioner Bissell is in favor of using a shingled product to replace the metal shingles that 
are up there now. Commissioner Shaffer asked Mr. Oser if he thought about taking the metal tiles on the 
back of the structure that are not seen from the street and moving them to the front of the structure. This 
will allow replacing the roof at the back of the structure with another material that would not be seen from 
the street. Mr. Oser was not sure that the suggestion was a possibility. Commissioner King asked Mr. 
Oser if the roofer gave a percentage of the tiles that were damaged. Ms. Lindsey Howe, an employee of 
Mr. Oser, was able to address the question. She was not given a percentage of the damaged tiles from the 
roofer. Ms. Howe also stated that the roofing company found it almost impossible to find the current roof 
tile because of the design. She stated that they could get the color but not the 3D look. Commissioner 
King asked Mr. Oser about the condition of the standing seam on the porch. Per Mr. Oser, the porch roof 
is leaking. Commissioner King recommended putting the standing seam that is on the roof of the porch 
on the rest of the roof and it will tie it all together. Commissioner Coley suggested the option of going 
with a shingled roof but keeping the architectural shingles located in the triangular dormer. This will create 
a balance between history and new materials that would maintain some of the historical aspects of the 
structure. Commissioner Shaffer found that scalloped asphalt shingles are available as an alternative. 


A motion was made by Commissioner King to table the application in order to check into the availability 
of the asphalt shingles that are arched shaped. The motion was seconded by Commissioner Bailey. Motion 
passed with a vote of 8-0. 


Request for Certificate of Appropriateness HLC2021-00035, submitted by Jeri Eley, Andrews Roofing 
Company, Inc., applicant, on behalf of Alice Fuller, property owner, for exterior alterations at property 
located at 512 W. Washington Street. The property is further identified as Tax Map Number 
34G17(2)A*2A*3, Suffolk Voting Borough, zoned CBD, Central Business District zoning district, and 
HC, Historic Conservation Overlay District. 


For this certificate of appropriateness request, the applicant is requesting to remove a metal shingle roof 
and standing seam metal porch roof and replace them with architectural shingles. The subject property is 
located at 512 W. Washington Street in the West End District. The majority of the buildings in this area 


ae th th ' ree 
were built in the late 19 and early 20 "centuries and represent Queen Anne Victorian, Greek Revival and 
Colonial Revival architecture. The property is also located in the Central Business District zoning district. 


According to the National Register of Historic Places, the subject property, constructed circa 1890, is a 
contributing Queen Anne Victorian dwelling. The applicant is proposing a TPO membrane roof in white 
on the flat areas and architectural shingles in charcoal black on the other portions of the roof. The garage 
is not included in this application. The porch roof is standing seam and the rest of the home, with the 


exception of the flat areas and a portion of the back of the house are metal tiles. Staff reviewed the Historic 
District Design Guidelines and the Secretary of Interior’s Standards for Rehabilitation. Roofs are a key 
defining element of the style of the house. The Design Guidelines recommend that when replacing a roof, 
original materials should be matched as closely as possible. The Secretary of Interior’s Standards for 
Rehabilitation states that when replacement is necessary, the new feature should match the old in design, 
color, texture, and other visual quality and, where possible, materials. If the material is unavailable, a 
historic material like a standing seam metal roof is a suggested replacement material. The flat roof 
portions of the dwelling and a sloping section of the roof that already has asphalt shingles do not appear 
to be visible from the public right of way. Staff finds that the replacement of these portions of the roof 
would not distract from the style of the home and that the TPO membrane roof would be an appropriate 
replacement material. However, staff recommends denial of the replacement of the metal tile roof on the 
main home and standing seam metal roof on the porch. 


The public hearing was open for anyone who wanted to speak in favor of the application. 


The home owner, Alice Fuller, spoke in favor of the application. She wants to keep the metal on the first 
floor roof and the carriage house. She states that the rest of the roof is in really bad shape and leaking in 
four areas of the structure. 


No one spoke in opposition of the application. 


The public hearing was closed to the public. 


The Commissioners briefly discussed the application. Ms. Baker clarified that the applicant meant that the 
porch roof on the first floor roof would not be replaced and would remain standing seam. However, she 
will replace the rest of the roof. Staff recommended approval for the TPO roof and to allow new shingles 
on the back portion of the house that cannot be seen. Staff does not recommend the approval of removing 
the metal tile on the rest of the structure. 


A motion was made by Commissioner Bailey to approve staff’s recommendation for the denial of the 
replacement of the metal tile roof on the main home and standing seam metal roof on the porch and the 
approval of a TPO membrane roof on the flat roof portions and architectural shingles on the back portion 
of the roof not seen from the right-of-way. The motion was seconded by Commissioner Coley. Motion 
passes with a vote of 8-0. 


Request for Certificate of Appropriateness HLC2021-00036, submitted by Gerry Jones, Director of 
Capital Programs and Buildings, applicant, on behalf of the City of Suffolk, property owner, for 
demolition at property located at 219 W. Washington Street. The property is further identified as Tax 
Map Number 34G18(A)*361, zoned CBD, Central Business District zoning district, and HC, Historic 
Conservation Overlay District. 


The applicant has requested to demolish the non-contributing commercial structure to redevelop the site 
as a festival site at a later date. The structure in question is a one-story commercial style building which 
measures approximately 21,498 square feet in size. 


The subject property is located at 219 Washington Street within the East Washington Street District 
(2002) of the Suffolk Historic Conservation Overlay District. According to the National Register of 
Historic Places Inventory Nomination Form, the 2002 boundary expansion to the Suffolk Historic District 
is a continuous area encompassing a large number of commercial buildings dating from the early 20" 
Century, small enclaves of residential buildings, several warehouses, banks, service stations, two depots, 
and one courthouse. Commercial, industrial, and transportation-related buildings surround the residential 
neighborhoods. The most common building form noted in this area is brick-fronted Italianate or 
Vernacular style commercial structures. 


According to the National Register of Historic Places Inventory Nomination Form, the subject property 
features a non-contributing commercial structure built between 1960 and 1975. It consists of a solid 
poured concrete foundation with brick veneer. The 1 story Vernacular commercial structure features a 
flat roof with a parapet and consists of a slate tile. 


The subject property, formerly known as the Brandon House furniture store, was hit by a tornado in 
August of 2020 and was damaged along with the commercial structure located at 209 S. Saratoga Street, 
which has since been demolished. The non-contributing commercial structure is located on W. 
Washington Street and is largely surrounded by parking lots and other commercial structures. 


This request has been duly advertised in accordance with the public notice requirements set forth in 
Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of the 
Unified Development Ordinance. A notice, containing a copy of the staff report, was also provided to 
the applicant on December 3, 2021. 


After evaluation, staff believes that the criteria of the Historic District Design Guidelines can be met 
based on the above findings-of-fact and the conditions outlined below. Therefore, staff recommends 
approval of the following actions and conditions in regard to HLC2021-00036: 


1. Demolish the existing non-contributing, 21,498 square foot, single story structure. 
Dispose of all debris properly. 

2. Any additional improvements shall require a Certificate of Appropriateness. 

3, All required permits shall be obtained from the City of Suffolk. 


The public hearing was open for anyone who wanted to speak in favor of the application. 


Mr. Gerry Jones, Director of Capital Programs and Buildings, spoke in favor of the application. The 
application is to demolish the former Brandon House structure which will be the site of the Festival Event 
Park. The goal is to savage as much of the slate roof to reuse in the district mainly at the train station for 
repairs and restoration. If the certificate is granted, the demolition of the structures will begin in February 
or March. 


No one spoke in opposition of the application. 


The public hearing was closed to the public. 


The Commissioners discussed the application and Commissioner Bailey agrees that the project will 
improve and enhance downtown businesses. He is in favor of seeing the improvements and restoration to 
the downtown area. Vice Chairman Darden is glad to hear that the salvaged slate roof will be used for the 
train station and hopes that what is not used will be put in storage for future projects. 


A motion was made by Commissioner to approve staff's recommendation by Commissioner Bailey. The 
motion was seconded by Commissioner Bissell. Motion passes with a vote of 8-0. 


Request for Certificate of Appropriateness HLC2021-00037, submitted by Gerry Jones, Director of 
Capital Programs and Buildings, applicant, on behalf of the City of Suffolk, property owner, for 
demolition at 309 and 321 W. Washington Street and new construction at property located at 309, 321, 
407, 409, and 413 W. Washington Street and 114- 124 Lee Street. The property is further identified as 
Tax Map Numbers 34G17(A)*176, 34G17(A)*177, 34G17(A)*181, 34G17(A)*182, 34G17(A)*183, 
34G17(A)*184, 34G17(A)*189, 34G17(A)*190, and 34G17(A)*191, Suffolk Voting Borough, zoned 
CBD, Central Business District zoning district, and HC, Historic Conservation Overlay District. 


The subject properties include 309, 321, and 407-413 W. Washington Street and 114-124 Lee Street. The 
applicant is requesting the demolition of three structures on property located at 309 and 321 W. 
Washington Street and new construction, specifically a new downtown library, at property located at 309, 
321, and 407-413 W. Washington Street and 114-124 Lee Street. With the exception of 309 and 321 W. 
Washington Street, the subject properties are vacant. 309 and 321 W. Washington Street and 407-413 W. 
Washington are part of the Suffolk Historic District Boundary Expansion Number 3 (2004) of the Suffolk 
Historic Conservation Overlay District. The remainder of the parcels are outside the District, but are 
included in the overall conceptual site plan for the new library. 


The majority of the parcels are located in the Central Business District zoning district with the exception 
of 34G17(A)*182 and 34G17(A)*176 that are in the Residential Medium Density zoning district. As 
mentioned, the applicant’s request includes demolishing two main structures at 309 and 321 W. 
Washington Street. The construction of the new library and related green spaces will be over 9 properties. 


The building at 309 W. Washington Street is a one-story commercial style contributing structure, built 
circa 1920. It is known as the Firestone Suffolk Tire and Auto (Firestone Building). There is a flat roof 
with a stepped parapet with a shingled visor on the front facade of the building. The facade has been 
covered in vertical siding. The side elevations have been painted while the rear remains unpainted. There 
are several garage bays on the eastern elevation as this building was previously used for automobile repair. 
Original plate glass and entrance doors remain. The outbuilding is also a contributing structure. 


The building on 321 W. Washington Street is a contributing commercial style structure, constructed circa 
1930. The building is a one-story, brick, flat-roofed structure with a parapet. There is a terracotta tiled 


awning on the fagade. The facade has been stuccoed and the rear elevation has been painted. The original 
metal one-light storefront windows and entrance doors remain. 


The new library will incorporate a glass wall system with a dark anodized finish, brick, and fiber cement 
panels. Other materials will include asphalt pavement, sidewalk, stone dust, artificial turf, concrete pavers. 
Additionally, materials such as stone dust for a reading garden, unit pavers for the west entrance vehicle 
entrance, concrete pavers at the entry plaza, and seat walls at the entrance will be included. 


The building will have an urban presence along W. Washington Street with the main entrance set back 
from the street to form a civic plaza. The rear entrance will have a neighborhood presence with accessible 
outdoor spaces. Lee Street, along the western property line, will be redesigned, a portion vacated, and 
converted into a one-way street. Vehicular traffic will enter from W. Washington Street or South Street 
and exit to Jackson or South Street by way of Lee Street. The forty-one (41) space parking area, off of 
Lee Street, will be inserted between the children’s outdoor play space, activity plaza, and reading garden 
at the rear of the building and a community greenspace along Jackson Street. The western elevation will 
have an additional exit/caterer entrance and a staff entrance with thirteen (13) additional spaces. Patrons 
can access a book return on the west elevation by entering from W. Washington Street. 


The north elevation on W. Washington Street will have six main bays and an entrance with automatic glass 
doors. The facade is primarily comprised of glass wall systems with a dark anodized finish and translucent 
glass lights. Aluminum paneling will also frame several of the bays and fiber cement siding and brick will 
be incorporated into the facade. Natural light will be provided inside the building with skylights. Seat 
walls and pavers will be incorporated into the outdoor areas. A linear park, adjacent to the library, will 
have a wood deck, allowing limited pedestrian access to a pond, used for stormwater retention. 


The applicant is requesting to demolish two contributing structures and a metal outbuilding in order to 
construct a new two-story library. Staff acknowledges that the buildings are contributing structures and 
are not currently in danger of condemnation for being unsafe or hazardous. However, the applicant has 
mentioned that the roofs leak and the buildings’ locations are in an area known to flood, which would 
entail complicated and costly repairs and maintenance. 


According to Chapter 8 of the Historic District Design Guidelines, several considerations must be 
addressed before demolishing buildings, including the significance of the structure and if the demolition 
of the structure would adversely affect the character of the District. While the buildings contribute to the 
overall District due to their age, none of the structures are considered an uncommon design, texture, or 
scarce material that could not be easily reproduced. The structures are also not of great architectural 
significance when compared to residential structures and other commercial buildings in the area that 
exhibit ornate or unique architectural styles. These buildings are not recommended for individual listing 
by the Virginia Landmarks Register or the National Register of Historic Places as they have no relation to 
unique or important architectural styles or important persons or events. Finally, the demolitions would 
not adversely affect the character of the Historic District as the buildings will be replaced by a library with 
a design that considers the history of the area and incorporates design elements from surrounding 
buildings. 


Staff also considered the purpose of the Unified Development Ordinance (UDO), which codifies the 
Suffolk Historic District Design Guidelines in Section 31-413 and the 2035 Comprehensive Plan, which 
encompasses the Suffolk Downtown Master Plan, when reviewing the appropriateness of the proposed 
building demolitions. The overall purpose of the UDO, as outlined in Article 1, is to promote the health, 
safety, convenience and welfare of residents. The new library will extend additional services to the 
community through educational programs, technological assistance, outreach, indoor meeting spaces, 
children’s play areas, and green spaces, as well as the services libraries are most know for, books, reading 
materials, digital and computer services, and other forms of media. Additionally, the new library is 
identified in the Suffolk Downtown Master Plan as a primary opportunity site and as an important anchor 
for the revitalization of West Washington Street and vital to improving a connection to the downtown core. 


New construction is primarily addressed in Chapter 6 and 7 of the Design Guidelines. The applicant 
carefully considered the historic urban core, architectural details of surrounding buildings, massing, 
building footprints and form when designing the new library. By studying historic Sanborn maps, the 
applicant considered historic development patterns and designed the library at an appropriate scale. While 
the library will be larger and taller than adjacent buildings, it is a monumental building that is still 
consistent with the overall building heights and density in the downtown area. The applicant 
contextualized each architectural elevation as it related to the community, with the north elevation, 
fronting on W. Washington Street, having a more vehicular oriented urban feel, and the south elevation, 
facing residential homes on Jackson Street, with a pedestrian oriented feel with ample outdoor spaces, 
including a proposed community green space. The building design was also strongly influenced by the 
surrounding mercantile buildings, particularly utilizing architectural elements of post war commercial 
buildings, the Planters Peanuts Center, and the Firestone Building. These buildings also influenced the 
use of brick, glass wall systems, and cement fiber siding in the design. 


While it is preferable to protect and maintain contributing buildings in the District, the buildings are not 
distinct or important enough to outweigh the benefits the new library will bring. Additionally, the library 
addresses a key initiative of the Downtown Plan, to revitalize West Washington Street and improve the 
connection to the downtown core. Additionally, the new library will extend additional services to the 
community through educational programs, technological assistance, outreach, indoor meeting spaces, 
children’s play areas, and green spaces, as well as the services libraries are most know for, books, reading 
materials, digital and computer services, and other forms of media. 


The public hearing was open for anyone to speak in favor of the application. 


Mr. Gerry Jones, Director of Capital Programs and Buildings, spoke in favor of the application for the 
library project. The Festival Event Park and Library are included in the adopted Downtown Plan. Once 
the application is approved, around this time next year, the plan is to solicit bids for construction. Mr. 
Charles Wray, with Quinn Evans Architectural Planning Design Firm, was also available for questions. 


The public hearing was closed to the public. 


Commissioner briefly discussed the application. Commissioner Bailey was concerned about the impact of 
the project on the homes on Jackson Street. Mr. Gerry Jones informed the Commissioners that there will 
not be a negative impact for Charles and Jackson Street. 


A motion was made by Commissioner Bailey to approve the application. The motion was seconded by 
Commissioner Shaffer. Motion passes with a vote of 8-0. 


STAFF REPORTS: 


Enforcement Update: 
Brandy Johnson, Property Maintenance Inspector reported on the following properties: 


342 N. Main St — Property Maintenance Violations - court on January 6, 2022 

179 E. Washington St — Property Maintenance Violations - court on February 3, 2022 

388 E. Washington St — Property Maintenance Violations - court on January 6, 2022 

205 Grace St — Property Maintenance Violations - repairs are in progress 

223 Bank St — Property Maintenance Violations — summons not served - will serve at a later date 
219 Clay St— Property Maintenance Violations - summons not served — will serve at a later date 
181 N. Main St - Vacant structure — owner asked for an extension to repair 

118 Pinner St - Property was sold - the new owner will demolish the structure 

140 W. Washington St —Notice of Violation Issued - granted a 30-day extension 

162 S. Main St — Property maintenance Violations — case is still in court 


Zoning Update: 
Melvion Knight, Assistant Zoning Administrator, reported on the following properties: 


128 Brewer Ave —Working without an approved COA — staff discussing the next course of action 

129 Brewer Ave - Working without an approved COA — staff discussing the next course of action 

302 Bank St - Working without a zoning permit / COA — move forward with court action 

351 N. Main St - Operating a Tire Repair Shop without a Conditional Use Permit (CUP) — will move 
forward to City Council on December 15, 2021 for final review of the CUP request 

201 E. Washington St - Live entertainment without a Conditional Use Permit (CUP) — Conditional Use 
Permit Application was submitted on November 4, 2021 and is currently under review 


Administrative Approvals: 
Alexis Baker, Comprehensive Manager, reported on the following administrative approvals: 
There were three (3) administrative approvals since the last meeting on October 14, 2021 


HLC2021-00031 — 101 E. Washington St - Replace the signage and ATM — approved 11/22/21 


HLC2021-00040 - 388 N. Main St — Repair and repaint the damage storefront wall — approved 11/29/21 
HLC2021-00043 — 179 E. Washington St — After the fact removal of a marble veneer that was replaced 
with brick, and they replaced the aluminum door and windows — approved 12/6/21 


Ms. Baker also made an announcement concerning the draft for the Historic District Standards. She asked 
the Commissioners to send her any comments so that she can make a list to send back to the consultant, 
Ms. Pollard, so that changes could be made. She asked that the comments be given to her by the middle 


of January 2022. 


There being no further business, the meeting was adjourned. 


10 


HISTORIC LANDMARKS COMMISSION 


Motion: 

To table the application until the 
next meeting in order to check 
the availability of asphalt 
shingles that are arched shaped 


Motion: 

To support staff's recommendation 
for denial of the replacement of the 
metal tile roof on the main home 
and approval of the TPO membrane 
roof on the flat portions of the roof 
and architectural shingles on the 
portion of the roof not visible from 
the right-of-way 


1: King 1‘: Bailey 
December 9, 2021 2": Bailey 24: Coley 
Vote: 8-0 Vote: 8-0 
HLC2021-00038 HLC2021-00035 
ATTENDANCE c 
COMMISSIONERS PRESENT | ABSENT YES NO. | YES NO 

Bailey, George Xx Xx Xx 
Bissell, William N. x x x 
Coley, Susan x x x ane 
Darden, Mary Austin, Vice Chairman x x x 
Draper, Merritt x xX x 
Hobbs, Oliver, Chairman 
King, Edward L. xX xX x To | 
Shaffer, Brian xX x x 
Turner, Vivian xX xX xX 


HISTORIC LANDMARKS COMMISSION 


December 9, 2021 


Motion: 

To support staffs 
recommendation for 
approval 


1": Bailey 
2: Bissell 


Vote: 8-0 


Motion: 
To support staffs 
recommendation for approval 


1%: Bailey 
2": Shaffer 


Vote: 8-0 


HLC2021-00036 HLC2021-00037 
ATTENDANCE 

COMMISSIONERS PRESENT | ABSENT YES NO YES NO 
Bailey, George Xx x x 

Bissell, William N. x x x 

Coley, Susan x x x 

Darden, Mary Austin, Vice Chairman x x xX 

Draper, Merritt x x x 

Hobbs, Oliver, Chairman 

King, Edward L. x x x 

Shaffer, Brian xX xX x 

Turner, Vivian x xX xX 


CITY OF SUFFOLK 


442 W. WASHINGTON STREET, P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 


PHONE: (757) 514-4060 FAX: (757) 514-4099 
DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 
Division of Planning 
To: Historic Landmarks Commission 
From: Alexis Baker, AICP, Comprehensive Planning Manager 
Date: January 13, 2022 
Subject: REQUEST FOR CERTIFICATE OF APPROPRIATENESS HLC2021- 


00039, submitted by Gregory Shane Fowler, Simple Property 2 LLC, property 
owner, for exterior alterations at property located at 521 W. Washington Street. 
The property is further identified as Tax Map Number 34G16(A)*12, Suffolk 
Voting Borough, zoned CBD, Central Business District zoning district, and HC, 
Historic Conservation Overlay District. 


STAFF REPORT 


Overview of the Subject Property and Surrounding Area 


The subject property is located at 521 W. Washington Street and is located in the original West 
End District (2003) of the Suffolk Historic Conservation Overlay District. According to the 
National Register of Historic Places Inventory, this neighborhood dates from the last decade of 
the 19" century through the first four decades of the 20" century. 


The subject property is a contributing two-story Colonial Revival structure that was constructed 
between 1880 and 1895. This building is described as having a wood frame structural system. It 
is three bays on both the first and second stories with a side passage entry. The door and 
windows have vinyl surrounds and sills. The building currently has two commercial occupants. 


Case History 


An administrative certificate of appropriateness, HLC2021-00014, was approved on April 20, 
2021, for a 10 square foot sign attached to an existing 10-foot tall black post. A related building 
permit was issued for the sign in May 2021. 


Public Notice 


This request has been duly advertised in accordance with the public notice requirements set forth 
in Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of 
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the Unified Development Ordinance. A notice, containing a copy of the staff report, was also 
provided to the applicant on January 7, 2022. 


Proposed Actions 
The applicant’s request consists of the following actions: 


1. Install a new black wrought iron bracket to match the existing bracket on an existing 
10-foot tall black post. 


2. Install a 10 square foot metal double-sided sign on the new bracket. 


Surrounding Characteristics 


As stated, the subject property is located within the West End District. The majority of 
surrounding properties consist of contributing buildings constructed in the late 1800s and early 
1900s. A detailed description of adjacent and nearby properties is provided below. 


518 W. Washington Street- Two-story contributing Italianate structure constructed 
between 1880 and 1890 with a wood frame structural system. 


519 W. Washington Street-_A one-story non-contributing commercial building 
constructed 1960 with a poured concrete foundation and veneer, currently used as a dry 
cleaning business. 


520 W. Washington Street- Two-story contributing Italianate structure constructed 
between 1880 and 1890 with a wood frame structural system and clad with weatherboard. 


523. W. Washington Street- Two-story contributing Colonial Revival constructed 
between 1890 and 1905 with a wood frame structural system. 


103 Linden Avenue— Two-story contributing Italianate structure constructed circa 1895 
with a wood frame structural system and clad in weatherboard. 


Site Modifications 

No site modifications are proposed with this application. 
Applicable Regulations 

A. Suffolk Historic District Design Guidelines 
Chapter 6, Section E.1, Signage Design. Background: 


e The design of commercial signage within the Historic Conservation Overlay District is 
important in order to achieve an appropriate scale, location, appearance and color 
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scheme, which does not detract from the district's appearance and character while 
allowing for business's identification. Signs should be fabricated from traditional 
materials such as wood and metal with painted finishes. Plastic and foam sign-boards are 
not to be used. Lettering shall be historic in appearance such as paint applied, vinyl 
appliqué, or applied in three-dimensional relief. 


Chapter 6, Section E.2, Guidelines for Signage. Lighting: 

e Lighting of signage must be indirect. Signs which are internally illuminated are 
prohibited. Lighting of signage must be concealed and directed in such a way as to not 
allow light to be visible directly from the street, sidewalk, or other public way. Neon 
signs are allowed for window signage only when mounted on the interior side of the 
glass. 


Chapter 6, Section E.2, Guidelines for Signage, Colors 


e Signage colors shall be consistent in the Historic Conservation Overlay District’s overall 
character. The colors must blend with and complement the overall color schemes of the 
adjacent street. The use of bright and obtrusive colors such as neon and day-glow colors 
are prohibited. 


Chapter 6, Section E.2, Guidelines for Signage. Freestanding signs: 

e Freestanding signs are permitted where front yard setbacks permit the location of such a 
sign in accordance with the applicable Unified Development Ordinance standards. The 
sign areas shall not exceed 12 square feet. Internal illumination is prohibited. Exterior 
illumination shall be designed to prevent light to shine into a public street or public way. 


B. Secretary of the Interior Standards 


e As stated in the Secretary of the Interior Standards, new additions, exterior alterations, 
and new construction shall not destroy historic materials that characterize a property. The 
new work shall be differentiated from the old and shall be compatible with the massing, 
size, scale, and architectural features to protect the historic integrity of the property and 
its environment. 


C. Unified Development Ordinance 


e Section 31-714(g), Table 714-2 of the Unified Development Ordinance establishes 
regulations for signs located in the Central Business District (CBD) zoning district. Non- 
residential uses in the CBD zoning district are permitted to have freestanding signs up to 
32 square feet for properties with 100 feet or less of street frontage. The sign can be no 
taller than 6 feet in height. 


Staff Analysis 


As mentioned above, the applicant is requesting to install a new double-sided metal 10 square 
foot sign on an existing 10-foot tall black metal pole. An existing 10 square foot sign, attached 
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to a wrought iron bracket, will remain on the pole. The applicant will duplicate the style and 
design of the existing sign bracket and will mirror the size and shape of the existing sign. 


Staff notes that typically a 10-foot tall black metal pole would not be permitted in the Central 
Business District (CBD) zoning district as freestanding signs in the CBD zoning district cannot 
exceed 6 feet in height. However, the pole predates the current regulations in the Unified 
Development Ordinance. Provided the pole is not removed and the use is not discontinued, it 
may continue to be used for freestanding signs. 


Staff also reviewed this request according to the Historic District Design Guidelines, Secretary of 
Interior Standards, and the Unified Development Ordinance. Under the Historic Design 
Guidelines, a freestanding sign cannot exceed 12 square feet. However, the underlying CBD 
zoning district allows for signs up to 32 square feet. The existing sign and proposed sign, 
together, would total 20 square feet. The proposed sign will not be illuminated. The style, 
material, and color scheme of the proposed sign and the bracket also fits the age of the structure 
and will utilize an existing pole. By utilizing the existing pole, the applicant will comply with 
the Secretary of Interior Standards by protecting the historic integrity of the property, as the sign 
will not be attached to the actual building facade. 


Summary and Recommendations 


Based on the previous findings-of-fact, staff recommends approval of the following actions 
requested by Certificate of Appropriateness, HLC2021-00039: 


1. Install a new black wrought iron bracket to match the existing bracket on an existing 
10-foot tall black post. 


2. Install a 10 square foot metal double-sided sign on the new bracket in the design, 
style, and color as presented in application HLC2021-00039. 
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PROPOSED SIGN 
LOCATION KEY NOTES 7 
PROPOSED LOCATIONS |, 2, 4 3 ARE EXAMPLES OF 


WHERE WE CAN HANG AN EXTERIOR WALL SIGN. SIGN 
[2] EXAMPLES I, 2, 4 3 ARE NON-ILLUMINATED. 


[3] 


[4] 44 1S AN EXAMPLE OF HOW OUR FREE STANDING SIGN 


WOULD LOOK WITH THE OTHER TENANT'S SIGN. BOTH 
SIGNS ARE 2.5 FT x 4.0 FT. 

45 1S AN EXAMPLE OF A PROJECTING SIGN, THE 
DIMENSIONS ARE 25 FT x 4.0 FT. 
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CITY OF SUFFOLK 


442 W. WASHINGTON STREET, P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 
PHONE: (757) 514-4060 = FAX: (757) 514-4099 


DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 


Division of Planning 


To: Historic Landmarks Commission 

From: Grace Braziel, Planner II 

Date: January 13, 2022 

Subject: REQUEST FOR CERTIFICATE OF APPROPRIATENESS HLC2021- 


00041, submitted by Lorelei Costa Morrow, Suffolk Center for Cultural Arts 
Foundation, property owner, for exterior alterations at property located at 110 W. 
Finney Avenue. The property is further identified as Zoning Map 34G11, Block A, 
Parcel B, zoned CBD, Central Business District zoning district, and HC, Historic 
Conservation Overlay District. 


STAFF REPORT 


Overview of the Subject Property and Surrounding Area 


The subject property, known as the Suffolk Cultural Arts Center, is located at 110 W. Finney 
Avenue within the original Suffolk Historic District, created in 1987. The subject property, 
formerly known as the old Suffolk High School, was originally accessed from Clay Street with the 
address of 301 N. Saratoga Street. Later, in 2009, as recommended by the 1998 Downtown Suffolk 
Initiatives Plan, W. Finney Avenue was created to connect directly to N. Main Street. The purpose 
of this new connection was to create a main focus on the old Suffolk High School, which was 
envisioned to be a component of a future Downtown civic center. Additionally, the old Suffolk 
High School would serve as an anchor in the northwest comer of the District due to its visibility 
from both W. Finney Avenue and N. Main Street. 


The former Suffolk High School, built in the first quarter of the twentieth century was one of the 
most architecturally elaborate educational structures at the time. According to the National 
Register of Historic Places Nomination Form, the subject property is a contributing American 
Renaissance structure constructed circa 1922. The structure is 3 stories on a raised basement and 
consists of brick with a 2-story Ionic column flanked entry. The structure has square pattern 
windows on the front facade with a Neo-classical cornice similar to the adjacent Jefferson High 
School, which was built 10 years prior to the construction of the Suffolk High School. The structure 
has decorative brickwork on the projecting wings and has classical brick pilasters. The roof is flat 
and is not visible from the public right-of-way. In the 1960s, an addition was constructed at the 
rear of the old Suffolk High School and is considered non-contributing. 
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Case History 


The following Certificate of Appropriateness applications have been submitted and approved for 
the subject property: 


e HC-2003-72: The Historic Landmarks Commission at their meeting on December 11, 2003 
approved the complete renovation of the structure to include the following: 


O 
O 
O 


Parking — Improved parking area to accommodate approximately 200 vehicles. 
Plaza — An outdoor plaza to include landscaping, stone walkways, and a fountain. 
Fly Tower — The addition of a third story fly tower to accommodate the use of the 
theater. 

Rear Addition — The renovation of a 1960’s addition on the rear of the structure to 
include the replacement of industrial steel awning windows with one over one 
windows. 

Trellis — An outdoor trellis shall be constructed of Ionic columns and wood 
beams. 

Side entry doors — Two (2) side entry doors accessing the raised basement, one 
located to the east and one located to the west of the grand entry visible on the 
south elevation to be replaced with paned windows. The addition of a side entry 
which includes double glass paned doors visible on the west elevation for access 
to an outdoor cafe’. 

Other Exterior Alterations- to include the rehabilitation of existing windows and 
front entry doors, repainting of exterior trim, cornice, and columns, the repointing 
of brick and repairs to cracks in the limestone and concrete belt course. 


e HC-2007-03: The Historic Landmarks Commission at their meeting on February 8, 2007 
approved the installation of a changeable message board sign. 
e HC-2007-42AD: Installation of fencing around a patio area was administratively approved. 


e HC2011-44: The Historic Landmarks Commission at their meeting on November 10, 2011 
approved the construction of an 8’ X 10’ metal shed. 

e HC-2012-46: The Historic Landmarks Commission at their meeting on October 11, 2011 
approved the replacement of the damaged cornice along the north side of the structure with 
a new synthetic (EFIS) cornice of the same style, size and proportions of the existing. 


Public Notice 


This request has been duly advertised in accordance with the public notice requirements set forth 
in Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of 
the Unified Development Ordinance. A notice, containing a copy of the staff report, was also 
provided to the applicant on January 7, 2022. 


Proposed Actions 


The applicant’s requests include the following: 


1. Replace all 4-over-4 double-hung wood windows on the original section of the building 
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that are beyond repair with 4-over-4 double hung aluminum clad wood windows. 
Replace all 1-over-1 double-hung wood windows on the rear addition of the building that 
are beyond repair with 1-over-1 double hung aluminum clad wood windows. All existing 
steel lintels beyond repair to be replaced with new galvanized steel lintels and new 
flashing. All brick that is damaged or removed around the opening of the windows is to 
be repaired and replaced with similar brick and mortar in color. 

2. Remove all wood and metal cornice and dentil sections and replace with Exterior 
Insulation and Finish System (EIFS) to match the existing material in color and profile 
and to match the existing sections of cornice and dentil EIFS sections. 

3. Paint all brick, columns, cornice, dentil, trim, accent panels, and upper parapet with a white 
opaque protective coating. The granite tread and risers will not be coated. 


Condition Statement 


A condition statement was submitted with the application outlining the current condition of the 
windows, lintels, flashings, cornice, and brick. The condition statement states due to water damage 
and leaks that the current wood windows on the entire building are rotten and beyond repair. 
Additionally, the flashing above all the windows and lintels needs to be replaced as they are beyond 
repair and rusted. The replacement of the window, flashing, lintels, and wood trim will require the 
removal of some brick that frames the window during the proposed work. The condition statement 
also states that the two different areas of cornice and dentil that consist of either wood or metal is 
rotted or rusted and are beyond repair and should be replaced with EIFS. There are existing 
sections of cornice and dentil that have been replaced in the past with the alternative material EIFS. 
The proposed alternative material is to match the existing in color and profile. 


Lastly, the condition statement states that the exterior brick is currently absorbing moisture into 
the building walls the exterior of the brick will need to be coated with a special opaque coating to 
keep wind driving rain out of the walls. The statement also states that The coating will also cover 
the repaired and replaced areas of brick and mortar that do not match the existing surrounding 
brick. 


Surrounding Characteristics 


A detailed description of adjacent and nearby properties is provided below. 


108 W. Finney Avenue — Forested lot. 


120 W. Finney Avenue (formerly 239 Clay Street) — The educational structure is a 


contributing American Renaissance structure constructed circa 1911. The structure is 3 
stories and consists of a Flemish brick with a neo-classical 3-story porch with Ionic 
capitals and modillions in classical entablature. The structure has tripartite square 
pattern windows on the front fagade with full cornice entablature and a fire escape. The 
roof is flat and is not visible from the public right-of-way. 


230 Clay Street — Contributing Vernacular residential structure constructed circa 1925. 
This structure is 2 stories with a Vernacular porch with Tuscan Columns supporting a 
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classical pediment. The structure has a wood frame with aluminum siding and a standing 
seam metal gable roof. 


Parking Lot — The parking lot directly to the west of the subject building is parking for 
the Suffolk Center for Cultural Arts. 


Railroad — To the north of the property is a railroad that separates the subject property 
from Prentis Street. 


Site Modifications 


The applicant is requesting to replace all the windows on the subject building due to severe 
water damage, which is deteriorating the interior of the structure. The request is to replace 
all the 4-over-4 double-hung wood windows on the original section of the building with 
4-over-4 double hung aluminum clad wood windows. The applicant is also proposing to 
replace all 1-over-1 double-hung wood windows on the rear addition of the building with 
1-over-1 double hung aluminum clad wood windows. All existing steel lintels around the 
existing windows are to be replaced with new galvanized steel lintels and new flashing. 
All brick that is damaged or removed around the opening of the windows are proposed to 
be repaired or replaced with similar brick and mortar in the same color. 


There are two sections of cornice on the subject property. The first section is the uppermost 
cornice, near the roofline, with dentil detail consisting of a mix of the original wood and 
areas where the original material was replaced with Exterior Insulation and Finish System 
(EIFS) to replicate the original wood detailing in design, color, and style. According to the 
contractor’s statement, the original wood cornice and dentil are rotted and beyond repair. 
The applicant is proposing to remove all wood cornice and dentil sections and replace 
them with EIFS to match the existing cornice and dentil EIFS. The second section of 
cornice is just above the third floor windows. This section of cornice does not have any 
dentil work and is comprised of metal. According to the contractor’s statement, the cornice 
is rusting and beyond repair. The applicant proposes to replace the metal sections of 
cornice with a new EIFS cornice to match the existing cornice in color and profile. 


Lastly, the applicant is proposing to paint the entire building with a white opaque 
protective coating, including all brick, columns, cornice, dentil, trim, accent panels, and 
upper parapet. The granite tread and risers is not proposed to be coated. 


Applicable Regulations 


A. Suffolk Historic District Design Guidelines 


CHAPTER 4 —- EXTERIOR ELEMENTS, MATERIALS AND COLORS 


Section B. Policy Statement on Use of Substitute Exterior Materials, 


HLC2021-00041 
110 West Finney Avenue 
January 13, 2022 


Page 5 


B.1 Background: In general, the original materials should, to the maximum extent 
possible, be maintained and preserved in place. When alterations are required, the 
original materials should remain unaltered to the greatest extent possible. When exterior 
materials must be replaced, due to deterioration or alterations, the physical dimensions, 
styles, and other qualities of the original materials should, to the maximum extent 
possible, be replicated to match the original as closely as possible. The Historic 
Landmarks Commission will review each request on a case-by-case basis. 


B.2 Synthetic Trim Materials: Synthetic trim materials for architectural embellishments, 
such as cornices, columns/ pilasters, balusters, or window/door trim, may be acceptable 
as replacements for the original trim materials if they match the dimensions and profiles 
of the original material. When used for other applications, synthetic materials other than 
historic materials which replicate the qualities of the original material may be acceptable 
as substitutes if the Historic Landmarks Commission determines that the substitute or 
synthetic material will produce the overall character, appearance, and performance of 
the original material. 


Section C.3 Guidelines for Window Preservation: 


Maintain Original Windows: Maintain original windows by patching, splicing, 
consolidating or otherwise reinforcing the wooden members. Wood that appears to be 
in bad condition because of peeling paint or separated joints often can be repaired. 
Uncover and repair covered-up windows and reinstall windows where they have been 
blocked in. If repair of an original window is necessary, repair only the deteriorated 
element to match the original in size, composition, material, dimension, and detail by 
patching, splicing, consolidating, or otherwise reinforcing the deteriorated section. The 
removal of historic materials shall be avoided. 


Avoid Replacing Original Windows: Replace windows only when they are missing or 
beyond repair. Reconstruction should be based on physical evidence or old 
photographs, when available. Replacement windows should be designated to match the 
original in appearance, detail, material, profile, and overall size as closely as possible. 
Do not use inappropriate materials or finishes that radically change the sash, depth of 
reveal, muntin configuration, the reflective quality or color of the glazing, or the 
appearance of the frame. 


Maintain the Original Window Patterns: Do not change the number, location, size, or 
glazing pattern of windows by cutting new openings, blocking in windows, or installing 
replacement sash that do not fit the window opening. 


New Window Materials: New windows may be constructed of painted wood, metal 
clad or vinyl clad. Unfinished or anodized aluminum is not permitted. When evaluating 
the acceptability of replacement windows, the following criteria shall be used: 


O Kind and texture of materials; 
oO Architectural and historical compatibility; 
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O 
O 


O 


Comparison to original window profile; 

Level of significance of original windows to the architectural style of the building; 
and 

Material performance and durability. 


Conditions Statement: A signed statement, with exhibits, from a licensed general contractor 
stating the condition of the existing windows, ability to be repaired, need for replacement, 
proposed corrective measures, and options to replacement is required as supporting 
documentation for any application for a Certificate of Appropriateness. 


Section E.1.c. 
e 


Section F.1.b. 


Section F.2.b. 


Guidelines for Cornices 

Maintain the gutter system and flashing. 

Do not remove elements such as brackets or blocks, which are part of the original 
composition without replacing them with new ones of a like design. 

Match materials, decorative details and profiles of existing original cornice design 
when making repairs. 

Do not replace an original cornice with a new one that conveys a different period, 
style, or theme from that of the building. If the comice is missing, base the 
replacement on physical evidence, or barring that, make the design compatible with 
the design of the original building. 


Guidelines for Masonry: 

Retain masonry features such as walls, railings, comices, window surrounds, 
pediments, steps, and columns that are important in defining the overall character 
of the building. The size, texture, color, and pattern of masonry units, as well as 
mortar joint size and tooling shall be respected. 

Monitor the condition of mortar and the masonry units. Prevent water from causing 
deterioration by insuring proper drainage, removing vegetation too close to the 
building, repairing leaking roofs, gutters, and downspouts, securing loose flashing, 
caulking joints between masonry and wood and repairing cracks and unsound 
mortar. 

Do not apply waterproof, water-repellent, or non-historic coatings in an effort to 
stop moisture problems; they often trap moisture inside the masonry and cause 
more problems in freeze/thaw cycles. Water-repellent coatings are to be used only 
if the bricks have been sandblasted. 

Duplicate mortar in strength, composition, color, and texture. 

oO Appearance: Duplicate old mortar joints in width and profile. Cut out old 
mortar to a depth of one inch. Repoint to match original joints and retain 
the original joint width. Scrub coating, a technique in which a thinned low- 
aggregate coat of mortar is brushed over the entire masonry surface and then 
scrubbed off the bricks after drying, shall not be used. 


Guidelines for Wood Materials: 

Replace wood elements only when they are rotten beyond repair. Match the original 
in material and design or use substitute materials that convey the same visual 
appearance. 
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Materials other than historic materials which may replicate the qualities of the 
original may be acceptable as substitutes if the Historic Landmarks Commission 
determines that the substitute or synthetic material will produce the overall 
character, appearance, and performance. 

Conditions Statement: A signed statement, with exhibits, from a licensed carpenter 
or general contractor stating the condition of the existing wood, ability to be 
repaired, need for replacement, proposed corrective measures, and options to 
replacement is required as supporting documentation for any application for a 
Certificate of Appropriateness. 


Section H.2. Guidelines for Synthetic Siding 


General: Synthetic siding can be acceptable as a substitute for the original materials 
where the original siding materials have been removed, where the siding materials 
have deteriorated beyond repair as determined by the Historic Landmarks 
Commission, or to additions to the primary historic building. In general, original 
historic siding materials on an historic building should be maintained in-place. Only 
where original materials have deteriorated significantly beyond the point of 
restoration, should they be replaced. Replacement should be with a similar material 
whose properties will replicate the original appearance as closely as possible. This 
also includes details, such as corner boards, window trim, cornices, and decorative 
details. Replacement materials should not alter the appearance or cover these types 
of trim, as this will significantly alter the character of the building. 

Cement-Fiber Siding: Cement-fiber siding is a relatively new product which is 
made of concrete and wood fibers. It can be cut and fit like wood siding and can 
be installed adjacent to existing historic wood trim. Although not much is known 
about its behavior over long periods of time, it appears to offer increased resistance 
to peeling paint problems, surface rigidity and a similar appearance to historic wood 
siding materials. This material is acceptable as a substitute for wood siding where 
the exposure and details of the original siding can be replicated and where the 
substitution involves an area no smaller than an entire face of the building. It is not 
appropriate for spot repairs where wood siding will be adjacent on the same face of 
the building. Substitute siding must align with the original siding and match the 
existing profile. 

Vinyl Siding: Vinyl siding is not acceptable as a substitute siding material. 
Aluminum Siding: Aluminum siding is not acceptable as a substitute siding 
material. 


Section I.2. Guidelines for Synthetic Siding 


Do not paint masonry that is unpainted. 


B. Secretary of the Interior Standards: 


As stated in the Secretary of the Interior Standards, new additions, exterior alterations, and 
new construction shall not destroy historic materials that characterize a property. The new 
work shall be differentiated from the old and shall be compatible with the massing, size, scale, 
and architectural features to protect the historic integrity of the property and its environment. 
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Staff Analysis 


As stated above, the applicant is requesting to replace all the 4-over-4 double-hung wood windows 
on the original section of the building with 4-over-4 double hung aluminum clad wood windows. 
The applicant is also proposing to replace all 1-over-1 double-hung wood windows on the rear 
addition of the building with 1-over-1 double hung aluminum clad wood windows. All existing 
steel lintels around the existing windows are to be replaced with new galvanized steel lintels and 
new flashing. 


Staff reviewed the recommendations in the Historic District Design Guidelines for the replacement 
of original wood windows. The Guidelines state that the removal of original wood windows should 
be avoided and only removed if beyond repair. The applicant has provided a condition statement 
that states that all the wood windows are beyond repair and due to severe water damage the interior 
of the structure is heavily damaged. The type of proposed aluminum clad wood window will be 
the same color and dimension as the original. The proposed window is not unfinished or anodized, 
but rather has a protective white coating, aligning with the Guidelines for new window materials. 
The proposed window will provide the same visual appearance as the existing windows from the 
public right-of-way and should not visually impact the Historic District as a whole. 


Additionally, the applicant is proposing to remove all wood and metal cornice and dentil sections 
and replace them with Exterior Insulation and Finish System (EIFS), a synthetic stucco material, 
that will match the existing material in color and profile. There are two sections of cornice on the 
subject property. The uppermost cornice with dentil detail consists of a mix of wood and EIFS, 
where old wood sections were replaced. The second section of cornice is just above the third floor 
windows and is comprised of metal and does not have any dentil work. 


A photo was provided by the applicant that compares the existing wood segments of the uppermost 
cornice with dentil detail next to a segment that was previously replaced with EIFS. The proposed 
alternative material visually matches the existing EIFS cornice and dentil. Given that both sections 
of cornice are located at the top of the subject structure on the third floor, the alternative material 
should have little to no impact to the Historic District. Additionally, when evaluating the 
Guidelines, the removal of original material should be avoided and should only be replaced if 
beyond repair. The contractor’s statement indicated that the remaining segments of wood and 
metal cornice and dentil, not replaced with EIFS, is beyond repair. The existing usage of EIFS on 
the building has shown to be successful in matching the original wood cornice and dentil in color 
and dimension and should not visually impact the Historic District. 


Lastly, the applicant is proposing to paint the entire building with a white opaque protective 
coating, including all brick, columns, cornice, dentil, trim, accent panels, and the upper parapet. 
The granite tread and risers are not proposed to be coated. When evaluating the Guidelines, the 
painting of unpainted brick in an opaque color is not permitted. Additionally, the Guidelines state 
to not apply waterproof, water-repellent, or non-historic coatings in an effort to stop moisture 
problems as they often trap moisture inside the masonry and cause more problems in freeze/thaw 
cycles. The existing brick is not painted and has brick detail on the side wings of the building 
located on the front facade. Additionally, as recognized in the previous 1998 Downtown Suffolk 
Initiatives Plan, the subject building is an anchor in the northwest corner of the Historic District 
as it is highly visible from both W. Finney Avenue and N. Main Street. The view shed of the 
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subject property was created and recommended as part of the 1998 Downtown Suffolk Initiatives 
Plan when the road connection was created from Clay Street to N. Main Street. The subject 
structure if painted would lose brick, concrete and marble details, significantly changing the 
overall visual appearance of the structure. As the structure is highly visible from multiple right-of- 
ways, painting the subject property white or an opaque color would considerably impact the 
Historic District. 


Summary and Recommendations 


Based on the previous findings of fact, staff recommends approval of the following actions and 
conditions in regard to Certificate of Appropriateness request, HLC2021-00041: 


1. Replace all 4-over-4 double-hung wood windows on the original section of the building 
that are beyond repair with 4-over-4 double hung aluminum clad wood windows. 
Replace all 1-over-1 double-hung wood windows on the rear addition of the building that 
are beyond repair with 1-over-1 double hung aluminum clad wood windows. All existing 
steel lintels beyond repair to be replaced with new galvanized steel lintels and new 
flashing. All wood trim around windows to be replaced with new wood trim in the same 
color as the existing. All windows and trim are to be white. 

2. All brick that is damaged or removed around the opening of the windows is to be 
repaired and replaced with similar brick and mortar in color. 

3. Remove all wood and metal cornice and dentil sections and replace with EIFS to match 
the existing material in color and profile and to match the existing sections of comice and 
dentil EIF sections. 


Additionally, staff recommends denial of the following actions and conditions in regard to 
Certificate of Appropriateness request, HLC2021-00041: 


1. Paint all brick, columns, cornice, dentil, trim, accent panels, and upper parapet with a white 
opaque protective coating. 
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City of Suffolk Department of Planning 


APPLICATION FOR CERTIFICATE FOR APPROPRIATENESS 


Building Envelope Renovations to the 


Suffolk Center for the Cultural Arts 


Part 3 ITEMS 1-4 


Item 1. Full Description of proposed use and alterations: 


The Suffolk Center for the Cultural Arts is a premier Visual and Performing Arts Center in the heart of 
downtown. There will be no change of use. 


The 1920s-era building’s triple-withe brick facade with wood double-hung single-glazed windows is in 
dire need of exterior envelope repairs to mitigate water intrusion that has destroyed both interior and 
exterior components of the building. Parts of the building cannot be used and are closed to the public. 
Flashing above windows and doors is ineffective or missing completely, causing rainwater to enter the 
building and flow down the inside faces of exterior walls; all of the windows have extensive rot damage 
and cannot be repaired. 


The following paragraphs apply to the entire exterior of the building (the Historical Main Structure, 
and the later 1960’s Additions): 


It is proposed to remove and replace all of the existing windows with Historically- appropriate new 
windows in the original building, and new windows to match the existing windows in the 1960’s 
Addition. All of the Steel Lintels above these openings, which are rusted out beyond repair, are to be 
replaced with new Galvanized Steel Lintels and new flashing is to be installed at every location. The 
replacement of the Lintels will require the removal and replacement of the existing brick above each 
opening. 


The existing Cornice is a combination of the original painted wood and newer sections that were 
replaced in the past with EIFS cornice. The wood of the original cornice is rotted beyond repair, and 
metal cornices are rusted, bent, and falling away from the building. It is proposed to replace all of the 
cornice sections with EIFS to match the original profiles. 


The old brick fagade has become very porous, and is absorbing water which then leaches through to the 
interior. It is proposed to coat the exterior brick with an opaque protective coating to prevent this. This 
coating will also provide cover for the replacement bricks above the openings, which are impossible to 
match to the existing brick and mortar, to unify the facade. 


All existing cast stone and concrete exterior elements (columns, cornice, trim and accent panels- at the 
base of the building, between windows, and along the upper parapet) as well as new replacement 
materials on the facade will also receive an opaque protective coating. The Granite treads and risers at 
the front entry will be cleaned, but will not be coated. 


Item 2. Estimated Construction Time: 18 months 


Item 3. A list of existing materials, including specifications, color samples, dimensions, etc. 
Existing Exterior Facade: Porous Red Brick and light gray mortar 
Existing Exterior Trim: (See attached images) 


STONE (unfinished): Columns capitals and bases, window sills, entry stair guard wall caps, coping 
at top of roof parapet, medallions and recessed accent panels below the cornice 


CONCRETE (unfinished or parged): Plinth at base of building, Belt Course at the heads of ground 
floor windows, and panels above main floor windows 


WOOD and EIFS (painted): Two cornice assemblies on the original building 
METAL: Cornice on the 1960’s addition 


Existing Windows: Single- glazed double-hung wood windows with putty-glazed muntins (See attached 
images) Existing Treads and Risers (front staircase): Granite 


Item 4. A list of Proposed Materials, including specifications, color samples, dimensions, etc. 


Existing Exterior Brick Facade: Proposed to be coated with solid white Tnemec, a high-performance 
protective coating that will keep the rain from penetrating the bricks, and that also allows interior water 
vapor to pass through the coating to dry out interior moisture that penetrates the building from other 
locations. It is not possible to provide actual specifications for this coating, as there are many Tnemic 
coating products, and time and investigation is needed to determine the best product for this 
application. 


Existing Exterior Trim: (See attached images) 


STONE (unfinished): Proposed to be coated with Tnemec, see above. (Columns capitals and 
bases, window sills, entry stair guard wall caps, coping at top of roof parapet, medallions and 
recessed accent panels below the cornice) 


CONCRETE (unfinished or parged): Proposed to be coated with Tnemec, see above: (Plinth at 
base of building, Belt Course at the heads of ground floor windows, and panels above main floor 
windows) 


CORNICES: Existing Cornices of wood, EIFS and metal are proposed to be replaced with a 
synthetic material to match the profiles of existing. Most of the Cornice on the East side of the 
building was previously replaced with EIFS; we will consider using this for the remainder of the 
Cornice after evaluating the condition of the existing. 


Existing Windows: Proposed to be replaced with Pella Reserve Traditional aluminum-clad wood double- 
hung windows with insulated glazing and Historic details to match existing windows, to match existing 


windows in original building. New windows to be installed in the 1960’s addition will match those 
existing windows. 


Existing Granite Treads and Risers (front staircase): These will be cleaned; no coatings applied to treads 
and risers. 


G.W. BRINKLEY, ING. CONSTRUCTION 


3005 Corporate Lane | Suite 100 | Suffolk | Virginia | 23434 


November 22, 2021 


City of Suffolk Department of Planning 
442 West Washington Street 
Suffolk, VA 23434 


RE: ITEM 5 OF PART 3 CONDITION STATEMENT FOR SUFFOLK CENTER FOR 
CULTURAL ARTS ENVELOPE PROJECT 


Here is our Condition Statement: 


The building envelope leaks have caused the following materials that need 
replacement. The flashing above all the windows and doors needs to be replaced. The 
original flashings were installed between 60 and 100 years ago when the original 
buildings were constructed. Flashings like this were only designed to last about 40 
years so most are completely dissolved or worn out beyond repair. In addition, all the 
steel lintels over these windows and doors need to be replaced as well as they are 
rusting beyond repair. To make this repair, the original brick needs to be removed 
above the windows and doors and new flashing needs to be installed above these 
openings with termination bars. We will then replace the old lintels with new 
galvanized lintels and have the new flashing lay on top of these new lintels. The new 
brick will be installed above these openings, with weeps installed to allow any moisture 
to be able to get out of the masonry walls. 


The existing wood windows are rotted, and in some places, even falling out of the 
openings. All the existing windows (including the windows that were installed in the 
early 2000s) need to be replaced. We will replace these windows with windows that 
look the same as the original windows, but the new windows will be either aluminum 
or vinyl clad on the exterior and wood on the interior. These windows will have 
insulated glass to increase the energy efficiency of the building. 


The exterior cornice work has rotted connections, and in some areas, has pulled off the 
building. Where this happened, the old wood/ metal cornice was replaced with a new 
EIFS cornice system. We will replace the rest of the wood/ metal cornice work with 
new EIFS cornice to match the cornice that has already been replaced. 


telephone 757|539|/9111 facsimile 757|539| 1801 


All the interior window trims are currently rotted out and will need to be replaced with 
new wood. We will mill the new trims to match the existing wood. The existing plaster 
on the inside faces of the outside walls where the envelope work is being performed 
will be removed and replaced with new 5/8” moisture/mold resistant gypsum wall 
board. The existing plaster is rotted and falling off the walls, so it must be replaced. 


Finally, since the exterior brick is currently absorbing moisture into the building walls 
the exterior of the brick will need to be coated with a special opaque coating to keep 
wind driving rain out of the walls. This coating will also cover the repaired and 
replaced areas of brick and mortar that do not match the existing surrounding brick. 


If you need anything else, give me a call at (757) 539-9111. 
Very Truly Yours, 

Mark H. Brinkley 

President 
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EXISTING CONDITIONS - EAST ELEVATION 1960'S ADDITION - WINDOWS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 
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EXISTING CONDITIONS - REAR ELEVATION 1960'S ADDITION FROM PARKING LOT 
SUPPOLR CENTER FOR THe CULTURALARTS 
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EXISTING CONDITIONS - EXTERIOR DETAILS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 


CORNICE DETAIL AT ORIGINAL BUILDING FRONT ENTRANCE FRONT ENTRY STONE DETAIL 


EXISTING CONDITIONS - EXTERIOR DETAILS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 


STONE CAP AT FRONT STAIRS 


EXISTING CONDITIONS - EXTERIOR DETAILS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 


EXISTING CONDITIONS - INTERIOR FORENSIC DEMOLITION AT WINDOWS: WATER INTRUSION DAMAGE INSIDE WALLS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 
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EXISTING CONDITIONS - EXTERIOR DAMAGE AT WINDOWS 
SUFFOLK CENTER FOR THE CULTURAL ARTS 


DAMAGE AT WINDOW SILL PLINTH DAMAGE 


EXISTING CONDITIONS - 
SUFFOLK CENTER FOR THE CULTURAL ARTS 


hal 
HHT 


l 


Go 
ad 


ARAM MN 
ITE ta a 


i 
THER TT i HH iN 
la : | = 


pre | 


ae 


Vi rt 
= ea ™ “4 


Ny abeatau ales Wa 
Ye /& ie 2 = Le 
H ¥ AY } ay. 

HHH adult iy TUT Lt i} 


EXISTING CONDITIONS - MISMATCHED BRICK AND MORTAR FROM PREVIOUS REPAIRS 


SUFFOLK CENTER FOR THE CULTURAL ARTS 
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Pella’ Reserve” 
Traditional wood &Clad/Wood 


Exquisitely designed windows and doors with unparalleled historical detailing. 


Double-Hung Interior 


Double-Hung Exterior 


Historical details 

Our mast historically authentic line of wood windows and patio doors, Featuring 
through-stile construction, deliberate proportions and intricate profiles, Pella 
Reserve - Traditional products are the ideal choice for historical renovations and 
traditional building projects. 


Authentic hardware 

Complement your project with historically authentic spoon-lock window 
hardware. Our Antiek casement window hardware is inspired by period furniture 
to deliver authentic traditional style. 


Architectural interest 

Featuring the industry's only foam spacer solution, Pella's Integral Light 
Technoloay® grille helps capture the look of true-divided-light without sacrificing 
energy performance, Further your aesthetic with the putty profile, recreated with 
historically accurate angles — providing meaningful depth and a realistic shadow, 
Pella Reserve products offer the industry's deepest sash dimension. 


Virtually unlimited customization 

If you can dream it, we can build it with our mast customizable product line. 
Fram extra tall to extra wide, Pella can craft unique windows that complement 
your aesthetic. Custom sizes, grille patterns and designs, finishes, wood types 
and glass options are available. 


Tailor-made solutions 

From preliminary drawings to installation, Pella's expert tear of architects, 
engineers, drafters and consultants can work to deliver custam window and 
doer solutions for your project. Partner with Pella to achieve your unique vision 
without cancessions, 


Intentional innovation 

Winner of the 2019 Most Innovative Window from Window and Door Magazine, 
the Integrated Ralscreen® retractable screen preserves aesthetics and the view, 
Itis a double- and single-hung screen that appears when you open the window, 
and rolls away, out of sight, when you close it. 


Durable interiors and extruded aluminum exteriors 

To help save you time on the jobsite, interior finish options are available ina 
variety of paints and stains, or primed and ready-to-paint. Ta complement your 
exterior aesthetic, choose fram aur carefully curated color palette or define 
your own custom color for your project. 


ENERGY STAR? certified’ 

Pella wood products offer energy-efficient options that will meet or exceed 
ENERGY STAR guidelines in all 50 states. Pella Reserve products with triple-pane 
glass have been awarded the ENERGY STAR Most Efficient Mark in 2021." 


Testing beyond requirements 
At Pella, our products are tested beyond requirements to help ensure they have 
long-lasting performance and reduce call-backs for you, 


oS 


Best limited lifetime warranty” 
Pella Reserve products are covered by the best limited lifetime warranty in the 
business for wood windows and patio dears.” 
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PELLA “MONROE” ALUMINUM ENDURACLAD EXTERIOR 


Pella® Reserve — Traditional Double-Hung Windows 
Aluminum EnduraClad® Exterior 

Detailed Product Description 

Frame 


e Select softwood, immersion treated with Pella’s EnduraGuard® wood protection formula in accordance with WDMA I.S.-4. The EnduraGuard formula 
includes three active ingredients for protection against the effects of moisture, decay, stains from mold and mildew. Plus, an additional ingredient adds 
protection against termite damage. 

e Interior exposed surfaces are [clear pine] [mahogany] [douglas fir]. 

e Exterior surfaces are clad with aluminum. 

e Components are assembled with screws, staples and concealed corner locks. 

e Overall frame depth is 5" (127mm) for a wall depth of 3-11/16" (94mm). 

e Optional factory applied jamb extensions available between 3-13/16" (97mm) and 9-3/16" (233mm). 

e Vinyl jamb liner with wood / clad inserts. 

e Optional factory installed fold-out installation fins with flexible fin corners. 

¢ Optional factory-applied EnduraClad® exterior trim. 


Sash 


e Select softwood, immersion treated with Pella’s EnduraGuard® wood protection formula in accordance with WDMA I.S.-4. The EnduraGuard formula 
includes three active ingredients for protection against the effects of moisture, decay, stains from mold and mildew. Plus, an additional ingredient adds 
protection against termite damage. 

e Interior exposed surfaces are [clear pine] [mahogany] [douglas fir]. Any curved member may have visible finger-jointed surfaces. 

e Exterior surfaces are clad with extruded aluminum butt-jointed at all corners of the sash with through-stile construction and sealed. 

e Corners mortised and tenoned, glued and secured with metal fasteners. 

e Sash thickness is 1-7/8" (47mm). 

e Double-Hung: Upper sash has surface-mounted wash locks for easy tilt-in cleaning] [Single-Hung: Fixed upper sash has surface-mounted wash locks] 
[Arch Head units have no wash locks]. 

e Lower sash has concealed wash locks in lower check rail allowing sash to tilt in for easy cleaning. 

e Simulated-Hung units have non-operable upper and lower sashes. 

e Sash exterior profile is [ogee] [putty glaze], interior profile is ogee. 


Weatherstripping 


e Water-stop santoprene-wrapped foam at head and sill. 
e Thermoplastic elastomer bulb with slip-coating set into lower sash for tight contact at check rail. 
e Vinyl-wrapped foam inserted into jamb liner to seal against sides of sash. 


Glazing System 


e Quality float glass complying with ASTM C 1036. 
e Custom and high altitude glazing available. 
e Silicone-glazed dual-pane 11/16" dual-seal insulating glass [[annealed] [tempered]], [[clear] [[Advanced Low-E] [SunDefense™ Low-E] [NaturalSun 
Low-E] [AdvancedComfort Low-E] with argon]] [[bronze] [gray] [green] Advanced Low-E [with Argon]] [obscure] [Reflective Bronze]. 
-or- 
e Silicone-glazed dual-pane 11/16" dual-seal [[annealed] [tempered]] non-impact laminated glass [[clear] [[Advanced Low-E] [SunDefense Low-E] with 
Argon]] [[bronze] [gray] [green] Advanced Low-E [with argon]]. 


Exterior 


e Aluminum-clad exteriors shall be finished with EnduraClad® protective finish, in a multi-step, baked-on finish. 
e Color is [standard] [custom],. 
-or- 
e Aluminum-clad exteriors shall be finished with EnduraClad Plus protective finish with 70% fluoropolymer resin in a multi-step, baked-on finish. 
= Color is [standard] [custom]. 


Interior 
e (Unfinished, ready for site finishing] [factory primed with one coat acrylic latex] [pine: factory prefinished [paint] [stain] ;]. 
Hardware 


e Galvanized block-and-tackle balances are connected to self-locking balance shoes which are connected to the sashes using zinc die cast terminals 
and concealed within the frame. 

e Sash lock is [standard (cam-action)] [historic spoon-style] [air-conditioner lock] [simulated lock (Single-piece lock ties upper and lower sash together. 
When removed lower sash becomes operable)]. Two sash locks on units with frame width 37" and greater. 

e Optional sash lift furnished for field installation. Two lifts on units with frame width 37" and greater. 


e Hardware finish is [baked enamel [Champagne] [White] [Brown] [Matte Black]] [Satin Brass] [Satin Nickel] [Oil-rubbed Bronze] [Distressed Bronze] 
[Distressed Nickel]. 


Optional Products 


Sash 
e Exterior sash lugs 


" Optional factory applied accessory. Exterior finish is [Standard,] [Custom,]. 


Grilles 
e Integral Light Technology” grilles 


" Interior grilles are [5/8"] ogee profile that are solid [pine] [mahogany] [douglas fir]. Interior surfaces are [unfinished, ready for site finishing] [factory 
primed] [pine: factory prefinished [paint] [stain] ;]. 

Exterior grilles are 5/8" putty glaze profile that are extruded aluminum. 

Patterns are [Traditional] 

Insulating glass contains non-glare spacer between the panes of glass. 

Grilles are adhered to both sides of the insulating glass with VHB acrylic adhesive tape and aligned with the non-glare spacer. 
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CITY OF SUFFOLK 


442 W. WASHINGTON ST., P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 


PHONE: (757) 514-4060 FAX: (757) 514-4099 
DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 
Division of Planning 
To: Historic Landmarks Commission 
From: Alexis Baker, AICP, Comprehensive Planning Manager 
Date: January 13, 2021 
Subject: Request for Certificate of Appropriateness HLC2021-00042, submitted by 


Matthew McCoy, Tidewater Building Group, applicant, on behalf of Polk Pinewill 
Builders LLC, property owner, for demolition and new construction at 208 Clay 
Street. The property is further identified as Tax Map Number 34G18(A)*43, 
Suffolk Voting Borough, zoned CBD, Central Business District zoning district, and 
HC, Historic Conservation Overlay District. 


STAFF REPORT 


Overview of the Subject Property and Surrounding Area 


The subject property is located at 208 Clay Street and is within the original Suffolk Historic District 
of the Suffolk Historic Conservation Overlay District. According to the National Register of 
Historic Places Inventory, this neighborhood dates from the last decade of the 19" century through 
the early 20" century. 


The subject property includes a contributing two-story Queen Anne residential structure that was 
constructed in 1910. This building is described as having a wood frame structural system with 
weatherboard cladding. It has three asymmetrical bays, a hipped standing seam metal roof, a 
Queen Anne style porch with Ionic columns and classical entablature with dentils. There is an 
elliptical muntin pattern in the upper sash of a door side windows and transom. The windows are 
two over two windows, there is a Palladian motif window on the south side of the dormer, and a 
tripartite window on the porch. 


Case History 
There is no recent case history for this property. 
Public Notice 


This request has been duly advertised in accordance with the public notice requirements set forth 
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in Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of 
the Unified Development Ordinance. A notice, containing a copy of the staff report, was also 
provided to the applicant on January 7, 2021. 


Proposed Actions 
The applicant’s request includes the following actions: 
1. Demolish residential structure. 
2. Construct new 20’x 50’ residential structure. 
Condition Statement 
A condition statement was submitted for this request. 
Surrounding Characteristics 
A detailed description of adjacent and nearby properties is provided below. 
204 Clay Street — Contributing Colonial Revival residential structure constructed circa 
1930. It is a wood frame home clad in aluminum siding. The two story house has three 
bays, a standing seam gable roof, a Colonial Revival style porch, shutters with crescent- 
shaped cuts outs, six over six windows, and panels under the first story windows. 
205 Clay Street — Contributing Vernacular residential structure constructed circa 1925. 


This stretcher bond brick house is two stories tall with six asymmetrical bays, a hipped 
roof, a Vernacular porch with screens, and a pediment motif above the entryway. 


207 Clay Street — Contributing Colonial Revival residential structure constructed circa 
1925. This 2 % story structure is composed of stretcher bond brick with weatherboard on 
3 gable dormers. It has three bays with a gable roof, Colonial Revival porch with classical 
pylon supports, classical entablature, a rectangular transom, sidelights around the front 
door, and six over six windows. 


212 Clay Street — Contributing Queen Anne residential structure constructed circa 1910. 
The wood frame two story house is clad in weatherboard. It has four asymmetrical bays, 
a hipped roof, two front and two side dormers, a Queen Anne porch with Ionic columns, 
turned balusters and classical entablature and pediment. There are ten-pane casement 
windows in the hipped dormers, and diamond muntins in the upper sash of the first floor 
window. 


213 Clay Street — Contributing Colonial Revival residential structure constructed circa 
1920. This two story wood frame house is clad in weatherboard. It has three bays, a gable 
roof, a Vernacular porch with simple square supports and newel posts, six over six 
windows, shutters, and a corbeled chimney. 
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209 N. Saratoga Street — Contributing Vernacular residential structure constructed circa 
1890. This two story wood frame house has three asymmetrical bays, a central front gable 
standing seam metal roof, Vernacular porch with turned supports and detailed cornice 
brackets, a Palladian motif window in the front gable, cornice brackets, and cornice returns. 


213 N. Saratoga Street — Contributing Vernacular residential structure constructed circa 
1895. This wood frame two story home is clad in weatherboard. It has three bays, a cross 
gable standing seam metal roof, Vernacular porch with simple square supports and jigsaw 
balusters, two over two windows, and scalloped weatherboard in the gables. 


Site Modifications 


As noted above, the applicant is proposing to demolish the existing Queen Anne style home on the 
subject property. The existing house will be replaced with a 20’ x 50’ residential structure and the 
width of the concrete driveway will be expanded from ten (10) feet to twelve (12) feet. 


The proposed new two story residential home will be clad in cement fiber Hardiplank Cedarmill 
lap siding with the upper gable covered in board and batten, utilizing Hardiplank vertical lap 
siding, all in Arctic White. The roofing will be architectural shingles in a charcoal color. Vinyl 
soffit will be used in Glacier White. The exterior trim and wrap, including door and window trim 
and rake and frieze board, will be pine, painted white. 


The raised concrete slab foundation is 4 1/4 feet high with five steps. The front of the foundation 
will be bricked with the sides and rear parged. The front 20’ x 6’ porch will be concrete, with five 
white 6” x 6” vinyl wrapped columns and a traditional 36” tall white polycomposite railing with a 
top and bottom rail. The white newel posts at the end of the brick steps will have a white New 
England cap and base. The back porch will incorporate wooden porch decking, painted white, 
white traditional railing and a white vinyl wrapped column. 


All windows will be 36” x 60” double hung wood vinyl clad windows with six over six simulated 
divided lights, with the exception of one side and rear window. The window on the lower left side 
of the house will be a 24” x 36”, four over four, simulated divided light window and one rear 


window will be a six over six, 36” x 36”, simulate divided light window. 


Finally, the front door will be a six-panel inswing fiberglass door with one sidelight, painted Deep 
Maroon. The rear patio door will be a sliding ten-light woodgrain door, painted Ultra White. 


Applicable Regulations 
A. Unified Development Ordinance (UDO) 
e Section 31-413(g)(7), Approval of Major Action by the HLC 


(i) Razing, demolishing or moving of a designated landmark or contributing 
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building or accessory. 


(ii) Construction of a new main building at any location or a new accessory building 
on a lot adjacent to a designated landmark. 


Section 31-801 (e) (i1i)(d), Non-Conforming Uses. The width of any individual dwelling 
shall not be less than twenty (20) feet. 


B. Suffolk Historic District Design Guidelines 


1. 


Chapter 5 — Residential Building Considerations, Section D. Off Street Parking and 
Driveways. Most of the residential buildings in the historic district have driveways on 
the side of the house. Several dwellings that have been converted to apartment buildings 
have rear parking lots. Typically, driveways should be located such that they align with 
the side yard of the property and extend at least 20 feet past the front of the house. For 
properties with large lots and larger residences, loop driveways may be acceptable if they 
follow historic precedents. 


Areas serving as parking areas should, to the maximum extent possible, be located only at 
the sides and rear of the lot. Parking lots are not permitted in front of residential 
buildings. Where parking lots are located in a side yard, screen fencing should be 
installed to visually screen the parking area from adjacent residences and public rights-of- 
way. 


In terms of paving, driveways should have a traditional appearance, based on historic 
paving materials used for residential settings, such as river gravel, rotten rock, exposed 
aggregate concrete, colored concrete, brick, concrete pavers in a brick or cobble style, or 
other traditional paving type. Asphalt paving should be restricted to parking lots only. 


Chapter 7 — New Construction, Section A. Background. New infill construction in the Historic 
Conservation Overlay District should contribute to and emphasize the characteristics that 
define the district's uniqueness. To this end, the following guidelines are intended to ensure 
that new construction compliments and does not distract from the district's historic character 
and features. 


Chapter 7 — New Construction, Section B. Creativity. In order not to stifle creativity, the 
guidelines are not meant to be overly specific, dictate certain designs, or encourage the copying 
or mimicking of particular historic style(s). Rather, they are intended to allow for the 
recognition of individual taste and promote design creativity. This is accomplished through a 
framework which allows architectural freedom and interpretation while ensuring the 
compatibility of the new structure with its historic surroundings. 


Chapter 7 — New Construction, Section C. Guidance for New Construction. All the criteria 
contained in this Chapter need not be met in every new residential or mercantile building 
constructed. Rather, the applicable criterion should be taken into consideration during the 
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design process. For example, when studying the character of an area, examine the forms of 
historic contributing buildings and avoid taking design clues from non-contributing structures. 


5. Chapter 7 — New Construction, Section D. General Application. 


a. Architectural Details: designs that use historic details successfully. One extreme is to 
simply copy the complete design of a historic building and the other is to "paste on" 
historic details on a modern unadorned design. Neither solution is appropriate for 
designing architecture that relates to its historic context and yet has the appearance of 
a contemporary building. Most successful new buildings take their clues from historic 
images and reintroduce and reinterpret these traditional decorative elements within a 
contemporary context. 

b. Windows: Maintain the ratio of solids (walls) and voids (windows and doors) of new 
buildings which relates to and is compatible with adjacent historic facades. Maintain 
the rhythm and placement of windows on the facades of new buildings which relate to 
neighboring historic buildings. Similarly, maintain a compatible proportion of window 
openings, or the relationship between height and width. Maintain the articulation of 
openings which relate to similar historic building types. Frames are to be recessed in 
masonry openings and raised frames to be used on wood buildings. New windows are 
not to be flush with the wall surface. New windows may be constructed of painted 
wood, metal clad or vinyl clad. Unfinished or anodized aluminum is not permitted. 

c. Doors: Ensure that new doors are compatible with and relate to the door styles found 
in the historic district. 

d. Columns/Pilasters: Columns/Pilasters that are part of a new in-fill building are to relate 
to the architectural style proposed for the new building as well as the style, size, and 
character of adjacent historic buildings. If the new building is a church, the new design 
of columns and pilasters should be similar in size and proportion to typical historic 
churches. 

e. Materials and Textures: Select materials and textures for a new building which are 
compatible with and complement neighboring buildings. In this regard, wood is 
recommended for use in new construction on elements such as windows, cornices, 
porch trim, and all other decorative features. Metal decoration such as cornices can 
still be manufactured and considered for use in new construction. The duplication of 
historic details to the point where new construction is not distinguishable from old is 
not recommended. 

f. Setbacks: Setbacks are a requirement which ensure that new construction is 
appropriately set back from the property line. Ensure that setbacks and spacing of any 
new building relates to the character of the historic buildings in the immediate area. 

g. Massing and Building Footprint: The overall form or massing of a new building must 
relate to the organization and relative size of its sections or components. In general, 
use forms that relate to those of existing historic buildings on the street. If there are no 
buildings for reference on the street, relate the new structure to other examples of the 
historic building types found within the Historic Conservation Overlay District. 

h. Building Form: A new building’s form or shape can be simple (a box) or complex (a 
combination of many boxes or boxes with projections or indentations). The level of 
complexity relates directly to the style or type of building. 

i. Color: The selection and use of colors for a new building should be coordinated and 
compatible with adjacent buildings. It is also to be consistent with the historical color 
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choices found on similarly-styled buildings in the Historic Conservation Overlay 
District. 

Foundation: Distinguish the foundation from the rest of the new structure through the 
use of different materials, patterns, or textures which respect traditional designs and 
materials common to the historic district. In addition, respect the height, contrast of 
materials, and textures found on the foundations of surrounding historic buildings. 


6. Chapter 7— New Construction, Section E. Residential Guidelines. 


Form: New residential construction should be designed to be similar in form to the 
majority of residential forms in the surrounding area. To this end, ensure that new 
residential construction relates in massing and footprint of the majority of surrounding 
historic residences. 

Directional Expression: Given its size, height and width, ensure that new residential 
construction is designed with a directional expression which is similar to other houses 
within the neighborhood. This directional expression should be consistent in the design 
of each story of the house. 

Height and Width: residence can either contribute to or be in conflict with an historic 
area. Height and width create scale or the relationship between the size of a building 
and the size of a person. For residential zoning districts the height is limited to that 
permitted within the respective district. For non-residential zoning districts, limit the 
height of new residential buildings to be no higher than 120 percent of the prevailing 
average height for the block. Ensure that additional stories are hidden under dormered 
roofs or stepped back and not be visible from the street. Reinforce the human scale of 
the historic district by including elements such as porches, entrances, and decorative 
features which provide scale and detail at the ground level. 

Setbacks: Generally, the main facade of a proposed new residence should not project 
beyond the setback of the main facades of adjacent existing residences. For front yard 
setbacks, historic residential buildings are usually setback from the property line. An 
infill project proposed between two residential properties will follow the same setback 
as the adjacent residential buildings. Residential buildings historically had side-yard 
setbacks. These side-yard setbacks were normally consistent and formed a rhythm 
from house-to-house. New residential buildings will have a side-yard setback to 
separate them from adjacent buildings and where possible maintain the facade 
rhythm of the neighborhood. Rear-yard setbacks should follow the underlying zoning 
as outlined in the UDO. 

Foundations: In the design of new residential construction, utilize a traditional 
foundation with materials common to the historic district. Match the typical foundation 
heights found on adjacent buildings. 

Siding: In order to strengthen the traditional image of the historic residential areas, 
brick, stucco, and wood siding are the most appropriate materials for new residences. 
If wood siding is not used, then fiber-cement siding is the preferred alternative. Vinyl 
siding that is a minimum of six (6) inches in width and beaded will be considered on 
an individual basis. 

Windows: Historic residential buildings have a higher ratio of wall-to-window than do 
commercial buildings. Most residential windows have a vertical proportion. However, 
these individual vertical windows may be grouped in such a way as to form a composite 
window that has a horizontal proportion. 
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h. Roofs: Roof forms for new residential buildings can vary. Generally, they are pitched 
and not flat. With this in mind, roofs need to reflect the steeper pitch of an older 
dwelling rather than the shallow pitch of new tract houses. Most importantly, roofs 
need to relate to neighboring historic buildings in type, level of complexity, and 
materials. Traditional roofing material such as standing seam metal are preferred over 
asphalt shingles but are not required. 

i. Porches: Include porches in new residential construction if porches are a common 
feature of surrounding historic dwellings. When constructed, porches need to reflect 
the size, height, and materials of porches of existing historic buildings along the street. 


Chapter 8, Section A. Background. Historic buildings are irreplaceable community assets 
and once they are gone, they are gone forever. With each succeeding demolition or 
removal, the integrity and character of the district is further eroded. Often the new structure 
is seldom an attribute to the historic character of the district. Furthermore, if an historic 
building is moved to a site that is very different from its original site, it could face increased 
threats to its integrity. Consequently, since the action of demolition or removal of an 
historic structure cannot be reversed, the decision must be carefully considered and all 
alternatives explored. 


Chapter 8, Section C., Guidelines for the Consideration of Demolishing or Moving 
Buildings: 


e Is the structure of architectural significance? Does the building contribute to the 
character of the Historic Conservation Overlay District? 

e Is the structure of historical significance? 

e Is the building or structure of such old or uncommon design, texture or scarce 
material that it could not be reproduced or could be reproduced only with great 
difficulty and expense? 

e Is the building or structure structurally unsound? If yes, to what extent? 

e Is the relocation of the building or structure, or a portion thereof, a preferable 
alternative to demolition? 

e Would the proposed moving or demolition potentially adversely affect other 
historic buildings located within the Historic Conservation Overlay District? 

e Would the proposed moving or demolition potentially adversely affect the character 
of the Historic Conservation Overlay District? 

e Has a professional economic and structural feasibility study for rehabilitating or 
reusing the structure been conducted? If yes, did the study’s findings support the 
proposed demolition or moving? 

e Is there an inordinate hardship? (To establish “inordinate hardship,” the applicant 
shall submit evidence that rehabilitation of the structure is impractical, that the 
structure is inappropriate for the proposed use desired by the owner, and that the 
applicant cannot make reasonable economic used of the property. Such evidence 
may include reuse, attempts to sell, rent or lease the property, and information 
regarding annual income and expenses. Any hardship created by action of the 
applicant shall not be considered in reviewing any application.) 
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B. The Secretary of Interior’s Standards for Rehabilitation 


1. The historic character of a property shall be retained and preserved. The removal of historic 
materials or alteration of features and spaces that characterize a property shall be avoided. 


2. New additions, exterior alterations, or related new construction shall not destroy historic 
materials that characterize the property. The new work shall be differentiated from the old 
and shall be compatible with the massing, size, scale, and architectural features to protect 
the historic integrity of the property and its environment. 


Staff Analysis 


The applicant is requesting to demolish a contributing Queen Anne structure and to construct a 
new home in its place. In the condition statement, the applicant indicated that the existing 
structure’s foundation has been compromised by crumbling mortar joints. To fix the foundation, 
the entire foundation or entire wall sections would need to be replaced to bring the house up to 
code. The home would also need to be re-wired due to the use of knob and tube wiring. 
Additionally, the applicant indicated that mold was present in the interior of the home and would 
require the complete replacement of all wall coverings. 


First, when evaluating demolitions, Staff followed the guidance provided in Chapter 8 of the 
Historic Design Guidelines: 


Is the structure of architectural significance? Does the building contribute to the 
character of the Historic Conservation Overlay District? 


The house is located on Clay Street with several contributing Queen Anne and Colonial 
Revival style homes. Most homes in this area date to the late 19" to early 20" century. 
The loss of a Victorian home would negatively affect the character of the historic district 
as this home would be replaced with a smaller less monumental home. 


Is the structure of historical significance? 


The structure is significant due to its architecture and contribution to the overall character 
of the District. However, it has not been evaluated for individual listing on the National 
Historic Register, and it is unknown if the structure could be individually listed due to an 
important event, significant person, an important architectural or engineering design, or 
for its retention of historic materials or physical features. 


Is the building or structure of such old or uncommon design, texture or scarce 
material that it could not be reproduced or could be reproduced only with great 
difficulty and expense? 


Queen Anne style homes are typically not reproduced due to the costs involved in 
recreating their size and detail. 


HLC2021-00042 
January 13, 2021 


Page 9 


Is the building or structure structurally unsound? If yes, to what extent? 


The applicant has indicated that the house is structurally unsound due to a failing 
foundation. Additionally, the house has old wiring that requires upgrading and the 
interior is covered in mold. 


Is the relocation of the building or structure, or a portion thereof, a preferable 
alternative to demolition? 


It is unlikely that the home could be successfully relocated. 


Would the proposed moving or demolition potentially adversely affect other historic 
buildings located within the Historic Conservation Overlay District? 


The loss of a contributing structure and its replacement with new residential construction 
would change the character of the District. The new residential construction, while 
incorporating some of the features of the surrounding buildings, would not have the 
monumental size of the existing home. The side setback between an adjacent building 
would be larger due to the reduction in size of the new house’s footprint. 


Has a professional economic and structural feasibility study for rehabilitating or 
reusing the structure been conducted? If yes, did the study’s findings support the 
proposed demolition or moving? 


A professional feasibility study has not been performed. 


Is there an inordinate hardship? (To establish “inordinate hardship,” the applicant 
shall submit evidence that rehabilitation of the structure is impractical, that the 
structure is inappropriate for the proposed use desired by the owner, and that the 
applicant cannot make reasonable economic use of the property. Such evidence 
may include reuse, attempts to sell, rent or lease the property, and information 
regarding annual income and expenses. Any hardship created by action of the 
applicant shall not be considered in reviewing any application.) 


The applicant has not proven an inordinate hardship by providing evidence that the 
dwelling unit cannot be reused nor have attempts been made to sell, rent or lease the 


property. 


Staff has carefully considered the demolition of the house and, while there are considerable 
structural and electrical issues related to the foundation and wiring, there are concerns regarding 
the loss of a contributing Queen Anne structure on a street with several existing Queen Anne and 
Colonial Revival style homes as well as the overall degradation of the Historic District due to the 
loss of this structure. As mentioned in Chapter 8, Section A, “historic buildings are irreplaceable 
community assets and once they are gone, they are gone forever. With each succeeding demolition 
or removal, the integrity and character of the district is further eroded. Often the new structure is 
seldom an attribute to the historic character of the district.” Staff would prefer further assurance 
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that the structure cannot be reused or sold to a buyer with the intention of rehabilitation. 


Next, Staff evaluated the second part of the applicant’s request, to build a new residential home. 
While the proposed materials for the new residential home and the location of the driveway 
complies with the recommendations in the Historic District Designs Guidelines, the size and 
design of the home does not conform to the recommendations in the Historic District Design 
Guidelines and the Secretary of Interiors Standards to maintain historic massing and setbacks 
between surrounding structures. The new structure will be significantly smaller than the existing 
house’s footprint, a reduction in width from 28 feet to 20 feet, which does not appear to match the 
size and massing of the existing homes on this street and will affect the historic integrity of the 
property and its environment. It should also be noted that, according to the UDO, for new 
construction, the minimum permitted dwelling width is 20 feet; this regulation also applies to non- 
conforming lots with lot widths of less than 35 feet. The subject property, according to the site 
plan provided, appears to be at least 42 feet wide. 


Finally, while the proposed house will match the front setback of the existing house, the left side 
setback, as viewed from Clay Street, will be noticeably larger due to the reduction in the size of the 
new construction’s footprint from the existing footprint. Within the Central Business District (CBD) 
zoning district, there are no minimum setbacks. However, if any portion of a newly constructed house 
is less than five (5) feet from a property line, per the Building Code, a fire wall is required. The right 
side of the existing home is constrained by the concrete driveway, setting the existing home 
approximately eight (8) feet from the property line. While the current house is less than two (2) feet 
from the left property line, as viewed from Clay Street, it appears that a new residential home could be 
set back five (5) feet from the left property line while increasing the footprint by three (3) to five (5) 
feet. 


Summary and Recommendations 


Based on the previous findings-of-fact, staff recommends denial for Certificate of 
Appropriateness, HLC2021-00042. 


Attachments 
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PROPERTY MAP EXHIBIT B 
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View of house at 208 Clay Street 


Views of Clay Street, towards W. Finney Avenue 


— 
= 
—4 
— 


TIDEWATER 
BUILDING GROUP 


1140 BIRDNECK LAKE DRIVE, VIRGINIA BEACH, VA 23451 


0:757-478-5192 F:757-428-8772 


November, 30, 2021 


Contractor Report: 
Address: 208 Clay Street, Suffolk, VA 23434 


After completing a thorough inspection of the Property at 208 Clay Street, we found 
extensive damage to the foundation structure of the house. The home is built on a 
bearing brick foundation. There are significant areas throughout the foundation that 
require replacement. There are tons of areas that have been patched and repaired. The 
mortar joints are crumbling in areas and the structural integrity has been compromised 
from 100 years of mortar repairs as well. You can see documentation of these issues in 
the photos we have provided below. 


In order to replace, the entire foundation or entire wall sections would need to be replaced 
in order to bring it up to code. You can not build on a brick bearing foundation anymore. 
This would require temporary support throughout the entire house, installation of new 
block and to add a brick skirt to match the character of the house. We would also have to 
extend the footing to bear the brick. We would need to reattach all sill and framing to 
this with the existing structure in place. This is what would need to be done to repair the 
foundation in the right way. 


Needless to say the cost to do this to the 1400 square foot first floor with an approximate 
220 linear feet perimeter would not make financial sense in anyway. When you add the 
other required repairs to make the home habitable, you could easily see $200,000+ in 
repair and restoration costs. See attached supplemental document containing a scope of 
work and estimate from JES Foundation Repair to complete repairs. 


Additional to this, nearly every window and much of the exterior trim requires 
replacement. The home has knob and tube wiring, which is no longer used and is a fire 
hazard. Much of the wire would need to be replaced. The entire interior of the house is 
covered in mold and requires complete replacement of all wall coverings to fix. See 
attached photos showing this damage. 


Sincerely, 
Matthew McCoy 


Tidewater Building Group 
757-478-5192 


Foundation Damage Photos: 


DPOR License Lookup License Number 2705152231 


License Details 


Name TIDEWATER BUILDING GROUP LLC 
License Number 2705152231 
License Description Contractor 
Firm Type LLC - Limited Liability Company 
Rank 1 Class A 
Address 1140 BIRDNECK LAKE DRIVE, VIRGINIA BEACH, VA 
23451 
Specialties? Commercial Building (CBC) 
Residential Building (RBC) 
Initial Certification Date 2013-10-30 
Expiration Date 2023-10-31 


1 Refer to the Statutory Definitions (http://law.lis.virginia.gov/vacode/title54.1/chapter11/section54.1-1100/) for 
descriptions of the rank or class of license (A, B, or C) that determines the monetary limits on contracts/projects. 


2 Refer to the Classification Definitions (http://lis.virginia.gov/cgi-bin/lego604.exe?000+reg+18VAC50-22-20) and 
Specialty Definitions (http://lis. virginia.gov/cgi-bin/legp604.exe?000+regt+18VAC50-22-30) for detailed definitions of 
these classifications and specialties. 


The data located on this website are not the public records of the Department of Professional and Occupational Regulation 
(DPOR). All public records are physically located at DPOR's Public Records Section: 9960 Mayland Drive, Suite 400, 
Richmond, VA 23233. While DPOR works to ensure the accuracy of the data provided online, the data available on these pages 
are updated routinely but may not be up to date at all times (due to document processing delays, technical maintenance, etc.). 


DPOR assumes no liability for any errors, omissions, or inaccuracies in the information provided or for any reliance on data 
provided online. While DPOR has attempted to ensure that the data contained herein are accurate and reflect the status of its 
regulants, DPOR makes no warranties, expressed or implied, concerning the accuracy, completeness, reliability, or suitability of 
this data. If discrepancies or errors are discovered, please inform DPOR so that appropriate action may be taken. 


DPOR License Lookup build 1,452 (built 2021-09-14 01:36:33). 
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MATERIAL SPECIFICATIONS 


Board and Batten siding at 
upper gable 


ardiplank Lap siding 


Anderson 200 Series 
Windows 


Architectural Shingles: 
Charcoal 


Olde Columbia Brick 
Oversize 
Straw Mortal 


r Color 


Sides and rear parged 


SELECTIONS: 
1. Windows: Anderson 200 Series windows pine interior painted white. To include grids per 
drawing 
2. Doors: 
a. MMI Door 6-panel Right Hand Inswing Smooth Prehung Front Door with One Sidelite 
b. MP Doors 60 in. x 80 in. Woodgrain Interior and White Composite Sliding Patio Door 
with 10-Lite SDL 
3. Brick/block: Olde Columbia oversize with Straw Mortar 
4. Siding: 
a. Lower: HZ5 Cedarmill lap siding in Arctic White 
b. Upper Gable: Hardiplank Vertical lap siding in cedarmill and Arctic White color 
5. Soffit: Charter Oak Hidden Vent Vinyl soffit in Glacier White 
6. Exterior Trim/Wrap: 
- Freeze and Rake: 1x6 Pine painted white 
- Door and Window: 1x4 Pine painted white 
7. Railings and post: White Vinyl Sleeves, vinyl Railings and post caps 


01 WINDOWS: Anderson 200 Series Double Hung Window 


All Windows & Doors» Windows» Single-Hung & Double-Hung » 200 Series Double-Hung Window 


200 SERIES 

DOUBLE-HUNG WINDOW 

xkkk: 4.3 (32) 

Andersen® 200 Series double-hung windows have low-maintenance Perma-Shield® exteriors, clear pine interiors or a white 
interior finish. They come in our most popular sizes and our most requested options for easy selection. 


© Our entry-level wood double-hung 
* Wood protected by vinyl exterior 

* Narrow profiles let in more light 

© Standard sizes up to 3'4" wide and 6' high 


Need help? Find an Andersen Certified Contractor in your area. 


WINDOW AND DOOR SCHEDULE 


QUAN 
[Anderson 200 Series Doublehung _-|FRONTWALL———~+|_36"_—*| 60" 
Anderson 200 Series Double hung |RIGHTLOWER | 36" | 60" 
[Anderson 200 Series Double hung |RIGHTUPPER | 36" | 60" 
i 3 


Anderson 200 Series Double hung REAR UPPER | 36" =| 60" | 
Anderson 200 Series Double hung LEFT LOWER | = 36" ~={ 60" | 


Anderson 200 Series Double hung LEFT LOWER 
Anderson 200 Series Double hung LEFT UPPER | = 36" ~={ 60" | 


DOOR SCHEDULE LOCATION WIDTH HEIGHT | QUANTITY 


FRONT ENTRY DOOR WITH SIDELITE FRONT DOOR EE a Ee ee ae 
SLIDING GLASS DOOR REAR PATIO ee ee ee ee 


** All Windows to be Anderson 200 series, wood clad in white vinyl with simulated divided light and 
colonial pattern 


** See provided Specifications for doors 


02 DOORS: Front Entry Door: 
MMI Door 


53 in. x 81.75 in. 6-panel Right Hand Inswing Classic Primed Fiberglass Smooth Prehung Front Door with 


One Sidelite 


Paint Color: 


02 Doors Rear Patio Door: 
MP Doors 


60 in. x 80 in. Woodgrain Interior and Smooth White Exterior Left-Hand Composite Sliding Patio Door 
with 10-Lite SDL 


MP Doors 
60 in. x 80 in. Woodgrain Interior and Smooth White Exterior Left-Hand Composite 


Sliding Patio Door with 10-Lite SDL 
ke We ew (1447) v Questions & Answers (1560) 


Hover Image to Zoom 


Paint: Exterior to be painted standard Ultra white to match trim. 


03 Brick and Mortar Selection: 
Olde Columbia Oversize Brick from Merdian Brick 


Mortar Selection: CM417 STRAW 


fi 
if 


| MERID 


BRICK 


Abingdon Berkshire Castlerock 


Charred Oak Coastal Bluff 


Craggy Mountain Cumberland 


alicasie 


New Swan Quarter Ocean Isle 


Olde Columbia Savannah Gray Seven Oaks 


pew CM-417 Straw Mortar Color 


Mortar Colors are pure iron oxide pigments designed to be used with all cementitious materials, including Type N, 
S, M or O strength masonry cement or Portland cement and lime mixtures. The pre-measured units of Interstar 
Mortar Colors provide uniform color control with the flexibility of utilizing local masonry and/or Portland and lime 


lbag 


2 bags cements to achieve the proper strength and mix design for brick, block stone unit construction. Interstar Colors 


are certified ASTM C979 for integral coloring. 


For dosage rates: CLICK HERE 
For method, coverage, and finishing information: CLICK HERE 
(This information will also appear on the product packaging.) 


04 Siding Selections: 
James Hardie HardiePlank Fiber Cement Cedarmill Siding 5.25"x144" 


-See selected color below 


HardiePiank 


HardiePlank® Lap Siding Product Description 


HardiePiank® lap siding is factory-primed fiber-cement lap siding available in a variety of styles and textures. Please 
see your local James Hardie* product dealer for product availability. HardiePlank lap siding comes in 12 ft. lengths. 
Nominal widths from 5 1/4 in to 12 in. create a range of exposures from 4 in to 103/4 in 


HardiePiank lap siding is also available with ColorPlus® Technology as one of James Hardie's prefinished products. 
ColorPius® Technology is a factory applied, oven-baked finish available on a variety of James Hardie siding and trim 
products. See your local dealer for details and availability of products, colors, and accessories. 


The HZ5® product line is right at home in climates with freezing temperatures, seasonal temperature variations, 
snow and ice. HZ5® boards are the result of our generational evolution of our time-tested products. We've evolved our 
substrate composition to be specifically designed to perform in conditions found in these climates. To ensure that its 
beauty matches its durability, we've engineered the surface for higher performance, giving it superior paint adhesion 
and moisture resistance. In addition, we've added a drip edge to the HardiePlank® HZ5® lap siding product to provide 
improved water management in conditions specific to HZ5® climates. 
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Upper Gable Selection: James Hardie Hardie® Panel vertical siding. Fiber cement siding 


HARDIE® PANEL VERTICAL SIDING 


SELECT CEDARMILL® 


Our natural cedar look has a soft texture that mimics wood. “A 


THE STATEMENT COLLECTION™ 


Classic shades—engineered with long-lasting ColorPlus® Technology—will make a 
statement that resonates for generations. The tried and true colors of James Hardie’s 
Statement Collection™ products were designed for every home. They're our most popular 
hues. And they are readily available in your region. 


NUNN. SIDING COLORS 


Wit 
Ht Ih Arctic White 


CHESTNUT BROWN 


BOOTHBAY BLUE 


Color Selection: Arctic White 


05 Soffit: Charter Oak Hidden Vent soffit from Alside 


CHARTER OAK PREMIUM VINYL SOFFIT 
No Other Soffit Gives You More. 


CHOOSING COLOR FOR YOUR HOME HAS NEVER BEEN EASIER 
From Deep Espresso to Laguna Blue, the new line-up of architectural colors don't shy away from bold and beautiful. Mix and match 
complementary shades for a look that is fresh and serene or combine more than one shade to bring richness and sophistication to 


your home. 


STANDARD COLOR COLLECTION 


Glacier White Antique Parchment Natural Linen Platinum Gray Cape Cod Gray Mystic Blue Coastal Sage 


Juniper Ridge Adobe Cream Maple Monterey Sand Vintage Wicker Tuscan Clay 


Color Selection Glacier White 


07 Posts: 


Rdi 6x6 Vinyl white post sleeve with post trim base 


Home / Lumber & Composites / Decking / Deck Post Sleeves Internet #203896306 Model #730187 


pon 9" $43653 


Crossover 6 in. x 6 in. x 108 in. Post Sleeve 


. o +24 " 4 Save up to $100 on your qualifying purchase. 
Ds Cae Gaamiaee Seneees Ee Apply for a Home Depot Consumer Card 


Locking pin design secures the aluminum back to the building 
¢ Aluminum reinforced vinyl system is easy to clean and maintain 
e Slides easily and safely over the pole, making it easy to install 


e View More Details 


How to Get It Delivering to: 23451 | Change 


Ne @ ead 
Ship to Store Ship to Home Scheduled Delivery 


Pickup Expect it Not available for this 
Jan 6 - Jan 11 Jan 12 - Jan 17 item 


FREE Standard Delivery 


We'll send up to 244 to Portsmouth, VA for free pickup 
Change Store 


-or— 


Buy now with PayPal 


Hover Image to Zoom 


A> Share (ee Print 


f 


This item: 6 in. x 6 in. x 96 in. Vinyl Flat Design Post Wrap (4-Piece) $166. 


RDI 3.5 in. to 6.5 in. Composite Fence Post Trim Base (4-Piece) $17.05 


Railings: Veranda Traditional 36” White Vinyl Railings to include matching 4x4 post sleeves and 


Home / Lumber & Composites / Decking / Deck Railings / Deck Railing Systems internet #202084782 Model #7300965 


A Ma $5498 


Traditional 6 ft. x 36 in. White PolyComposite Pre-Built Rail Kit without Brackets 
KICK HAA. (364) Questions & Answers (231) 


« Actual size: 67-3/4 in. L x 33-1/4 in. H 
e Railing is resistant to warping and mold, unlike other composites 
«© Made from PolyComposite, it's our strongest and most durable rail 


e View More Details 


Portsmouth, VA Store 
W 27instock Aisle24,Bay004 Text to Me 


“eh @eewehterpetnrhtnfenfh 


How to Get It Delivering to: 23451 | Change 


Ne @ mB 
Store Pickup Ship to Home Scheduled Delivery 


Pickup Not available for this As soon as 
Today item Tomorrow 


FREE Starting at $35.00 


27 in stock at Portsmouth, VA 
Check Nearby Stores 


—or— 


Buy now with PayPal 


Hover Image to Zoom 


A> Share tee Print 


Home / Lumber & Composites / Decking / Deck Post Sleeves Internet #202084750 Mode! #72003561 


Best Seller QYzze 
$4 357 


4 in. x 4 in. x 39 in. White Traditional Post Jacket 
KICK AON (242) ~ Questions & Answers (75) 


¢ Low-maintenance jacket for hand and stair railings 

e Lightweight design makes transitioning your railings easy 
e Effortlessly slides over your railing structural support 

e View More Details 


Portsmouth, VA Store 
W 5S7instock Aisle24,Bay004 Text to Me 


How to Get It Delivering to: 23451 | Change 


Ne @ =m 
Store Pickup Ship to Home Scheduled Delivery 


Pickup Get it by As soon as 
Today Wed, Dec 29 Today 


FREE Free with $45 order Starting at $8.99 


57 in stock at Portsmouth, VA 
Check Nearby Stores 


- 1 + Add to Cart 


=O 


Buy now with PayPal 


Hover Image to Zoom 


Home / Lumber & Composites / Decking / Deck Railings / Railing Accessories Intemet #202080611 Model #73003582 


Ves $ 4 48 
4 in. x 4 in. White New England Base Trim 
Kok tote (211) ~ Questions & Answers (52) 
e For use with 4x4 PolyComposite Rail Posts 
e Durable, low-maintenance 
e Easy install 
© View More Details 


Portsmouth, VA Store 


—, W instock Aisle 24,Bay004 Text to Me 
How to Get It Delivering to: 23451 | Change 
© " @ ms 
Store Pickup Ship to Home | Scheduled Delivery 


Pickup Get it by As soon as 
a Today Wed, Dec 29 Today 


> a - FREE Free with $45 order Starting at $8.99 
25 in stock at Portsmouth, VA 
” a Check Nearby Stores 


ional: 


Buy now with PayPal 


Home / Lumber & Composites / Decking / Deck Railings / Railing Accessories internet #100356734 Model #73031272 


871 
Veranda v $798 
4 in. x 4 in. White New England Post Cap with Glue 
Ft (267) v Questions & Answers (21) 


e Complete your project with this post cap 

e Lightweight design makes installation easy 
e Glue included 

e View More Details 


Portsmouth, VA Store 
W iZinstock Aisle 24,Bay004 Text to Me 


How to Get It Delivering to: 23451 | Change 


Ne @ =A 
Store Pickup Ship to Home Scheduled Delivery 

Pickup Get it by As soon as 

Today Wed, Dec 29 Today 


FREE Free with $45 order Starting at $8.99 


13 in stock at Portsmouth, VA 
Check Nearby Stores 
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CITY OF SUFFOLK 


442 W. WASHINGTON ST., P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 


PHONE: (757) 514-4060 FAX: (757) 514-4099 
DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 
Division of Planning 
To: Historic Landmarks Commission 
From: Alexis Baker, AICP, Comprehensive Planning Manager 
Date: January 13, 2022 
Subject: Request for Certificate of Appropriateness HLC2021-00038, submitted by 


Steven Oser, 312 N. Main Street, LLC, applicant and property owner, for exterior 
alterations at property located at 312 N. Main Street. The property is further 
identified as Tax Map Number 34G11(A)*161, Suffolk Voting Borough, zoned 
CBD, Central Business District zoning district, and HC, Historic Conservation 
Overlay District. 


STAFF REPORT 


Overview of the December 9, 2021 Meeting and Overview of New Information 


The Historic Landmarks Commission (HLC) at their meeting on December 9, 2021, reviewed the 
applicant’s request to replace the existing metal tile roof with architectural shingles on the main 
house and porch roof. 


Following the conclusion of the public hearing, the Historic Landmarks Commission, at their 
meeting on December 9, 2021, voted 8-0 to table the Certificate of Appropriateness request to the 
next meeting scheduled for January 13, 2022, to allow the applicant time to consider an alternative 
roofing material. In response, staff received additional information from the applicant on 
December 21, 2021. The additional information provided included a letter, a quote from a roofing 
contractor, and additional material specifications. In the letter provided, the applicant stated that 
they were unable to find metal and asphalt scalloped shingles and could not get a quote or find a 
contractor to recommend metal or asphalt scalloped shingles. The quote and material specifications 
provided indicate that the applicant is continuing their request for architectural shingles, from a 
different product manufacturer, in charcoal black on the main roof. They have, however, updated 
their information to indicate that the existing standing seam metal porch roof will not be replaced 
with architectural shingles and instead will be replace in-kind with a standing seam metal roof in 
a similar style, color, material and product. 


HLC2021-00010 
January 13, 2022 
Page 2 


Proposed Actions 


The applicant’s updated request includes the following actions: 


1. Replace the existing metal tile roof with architectural shingles in charcoal black. 
2. Replace standing seam metal porch roof with similar standing seam metal roof. 


Staff Analysis 


Previously, the applicant requested to replace the metal tile on the main roof and the standing seam 
metal porch roof with a standard rectangular architectural shingles in estate gray. The applicant 
updated their application to request a rectangular architectural shingles, from a different product 
manufacturer, in charcoal black on the main roof and for the existing standing seam metal porch 
roof to be replaced in-kind with a standing seam metal roof in a similar style, color, material and 
product. 


The information provided to the HLC at their last meeting included a condition statement 
indicating that the roof is non-repairable and needs to be replaced. There are missing metal tiles 
which have since been discontinued and the contractor is unable to purchase new tiles for repair. 
There are problems with the flashing points and the metal is deteriorated to the point where a 
coating would not be recommended on top of the metal. While Staff notes that the metal tile roof 
is in poor condition and cannot be repaired, the Historic District Design Guidelines and Secretary 
of Interior’s Standards state that the replacement roofing material should match the old material in 
design, color, texture, and other visual qualities. If the original roofing material cannot be matched, 
the Design Guidelines recommends historic materials, such as a standing seam metal roof, be used 
as replacement material. However, a standing seam metal roof may not be an appropriate 
alternative based on the main roof profile. The applicant, in the letter submitted December 21", 
stated that they were unable to find alternative metal or asphalt scallop shingles that would 
replicate the look of the metal tile or a contractor that could offer a quote or recommend asphalt or 
metal scalloped shingles. The porch roof is currently covered with a standing seam metal roof and 
will be replaced in-kind with a similar material. 


Staff further researched the availability of scalloped shingles by contacting a historic preservation 
group and was directed to several metal tile suppliers that have a line of Victorian metal shingles 
or tiles that replicate the existing metal tiles on the main roof of the subject property. Additionally, 
a manufacturer of asphalt shingles in a carriage house style dimensional shingle was found that 
may be an appropriate alternative roofing material on a Queen Anne style home. Therefore, Staff 
recommends an in-kind replacement of the main roof with metal tile or an appropriate asphalt 
shingle that replicates the look of a Victorian tile roof rather than the standard rectangular 
architectural shingle, which is designed to imitate a cedar shake roofing material, which would not 
approximate an appropriate roofing material on a Queen Anne style home. 


Summary and Recommendations 


Based on the above findings-of-fact and the conditions outlined above, staff recommends denial 
of the request to replace the existing metal tile roof with architectural shingles. 


HLC2021-00010 
January 13, 2022 
Page 3 


Staff recommends approval of the following actions in regard to HLC2021-00038: 


1. Replace standing seam metal porch roof with similar standing seam metal roof. 


Attachments 


Letter from Applicant 

Contractor Quote and Material Specification 
Staff Report from December 9, 2021 Meeting 
Attachments from December 9, 2021 Meeting 


757 Mount Vernon Avenue, Portsmouth, Virginia 23707 
Phone (757) 399-3066 - Facsimile (757) 399-3065 Gnrthetc 


Email: service@andrewsroofing.com 
www.andrewsroofing.com 

License #: 2705067832 « Class: A 

Classification: Building + Specialty Service: Roofing 


i cl: i a N G 


Find us on 


Facebook twitter 


PROPOSAL 


Proposal Date: December 21, 2021 


To: 


Steven Oser 
312 North Main St. 
Suffolk, VA 23434 


Job Address: 312 North Main St. 


Re: 


Suffolk, VA 23434 


Commercial Sloped Roof Replacement 
Flat / Low-Slope Roof Areas Excluded (i.e.: dormers and right-side flat areas) 


THIS PROPOSAL, is from ANDREWS ROOFING COMPANY, INC., a Virginia corporation, 
(hereinafter called “Andrews Roofing”), to Steven Oser (hereinafter called “Buyer”); 


Furnishing of Materials and Work 


Andrews Roofing proposes to furnish all materials and perform all labor necessary for the completion 
of the following. 


BASE BID: 


Remove and dispose of the existing metal tile roofing from the main roof area and the standing seam 
roofing from the front porch area. 

Inspect wood decking and replace damaged or deteriorated roof sheathing as necessary. (Note: Up to 
forty (40) linear feet of 1x6 roof sheathing included in this quotation. See “Wood Clause” below for 
additional sheathing replacement, if necessary.) 


Shingle Roofing: 


Install CertainTeed™ Roof Runner synthetic felt underlayment. 

Install Ice & Water Shield underlayment in valleys, low slope areas, penetrations, and flashing locations. 
Install CertainTeed™ Swift Start 7” universal starter shingles on all eaves and rakes. 

Install new CertainTeed™ Landmark, Lifetime Limited Warranty, architectural shingle roofing. 

(Color: 

Install new CertainTeed™ Shadow Ridge cap shingles on all hips and ridges. 

Install new CertainTeed™ Filtered Ridge Vent on all primary ridges. 

Install new “Ultimate Pipe Flashing” collars on plumbing pipes (50-Year Limited Warranty). 

Provide appropriate flashings at chimneys, sidewalls, and headwalls. 

Provide CertainTeed™ Lifetime Limited Material Warranty, and a 10-Year workmanship warranty from 
Andrews Roofing Co. 


Standing Seam Metal Roofing (Front Porch Only): 


Install high-temperature Ice & Water Shield underlayment. 
Install a new .032 aluminum standing seam roof system (16” wide panels, 1.5” high seams), including all 
appropriate flashings. 
SentriClad finish carries a 30-year limited warranty. 
Provide a 10-Year workmanship warranty from Andrews Roofing Co. 
Base Bid Amount, Shingle Roofing: $15,834.00 
Metal Roofing: $5,356.00 
TOTAL: $21,190.00 


OPTION: 


Upgrade shingles to CertainTeed™ Landmark Pro architectural shingles (see product literature for 
details). (Color: ) 

Option Amount: $634.00 

TOTAL: $21,8524.00 

Page | of 3 

Buyer Initials 

Andrews Roofing Representative Initials 


Payment Terms and Contract Price 
The total amount due 1/2 upon acceptance of proposal and remaining balance at the completion of the 
above-described work is: 


CONTRACT PRICE (Including accepted options): $ 
Unless otherwise agreed to via change order as described above. Final payment is due immediately 
upon completion of work). 


Wood Clause 
*““NOTE: Any rotten or deteriorated plywood roof sheathing will be replaced with new roof 
sheathing material for $60.00 per sheet over and above contract amount. Any rotten or 
deteriorated plank board roof sheathing will be replaced with new for $4.00 per linear foot over 
and above contract amount. Any rotten or deteriorated fire rated plywood roof sheathing will be 
replaced with new fire rated roof sheathing material for $85.00 per sheet over and above 
contract amount. 


ADDITIONAL TERMS AND CONDITIONS 


Warranties 

All work shall be performed and completed in a professional manner and in accordance with 
material manufacturer's specifications. Manufacturer and/or workmanship warranties shall be valid to 
Buyer upon full payment of contract amount, as amended, unless otherwise agreed to in writing. For 
a period of (see above scope of work) years from the date of completion of work, Andrews Roofing 
shall, at its own expense, furnish labor and materials to repair leaks caused by its breach of its 
workmanship warranty. There are no warranties that extend beyond those described in this Proposal. 
The Buyer has a duty to notify Andrews Roofing immediately upon discovery of any leaks that the Buyer 
believes is the result of workmanship. Failure to do so for an extended period could cause growth of 
molds, mildew or potentially harmful organisms. Andrews Roofing is not liable for property damage or 
personal injury caused by said organisms. This paragraph serves as the Andrews Roofing 
workmanship warranty. This warranty is contingent upon terms of this contract; (payment in full, etc.) 


Default by Buyer 
The Buyer shall be deemed in default in the event that full payment of contract price is not 


made immediately upon completion. Upon default, a 1.5% monthly finance charge (18% per annum) 
will be assessed on all past due payments. In the event of default under this Agreement, including, but 
not limited to, failure to timely pay Andrews Roofing in accordance with the provisions set forth herein, 
in addition to all remedies available law or in equity, Andrews Roofing shall be entitled to recover all 
direct and indirect damages, consequential damages, reasonable attorney’s fees and other expenses 
incurred by Andrews Roofing attributable in whole or in part to Buyer’s default without regard to whether 
litigation or any alternate dispute resolution proceeding is instituted by any party. 


Project Preparation; Residential and Commercial (may not be applicable for all buildings 


Buyer is hereby advised to properly prepare for the project by (a) removing breakable items 
from walls and shelves; (b) moving or covering furniture under skylights; (c) covering clothing, 
automobiles, and other valuables in the attic and garage as sawdust will most likely make its way into 
those areas; (d) cutting off power to all fans; (e) removing all breakable items from around the outside 
of the structure; (f) parking all vehicles away from the structure, garage, and driveway; (g) keeping 
children and pets safely away from the work area (including all residents, tenants, employees, etc.); (h) 
preparing for job-related noise; (i) notifying tenants and any residents in the building of our work; (j) 
letting us know if there are special hours or days when we are not permitted to work; (k) satellite dish 
is to be removed and left on site for reinstallation by others (ARC recommends that dish not be 
installed on rooftop). 


Obstructions 
It will be the Buyers responsibility to remove any obstacles that may prohibit the installation of 
roof. 


Page 2 of 3 
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Material Deliveries 
Project materials may arrive at the job site prior to the scheduled production date, and these 
materials may remain on the project site for several days prior to installation. 


Defects 

Vibrations caused from hammering and other activities can loosen nails or screws in the 
structure’s interior and exterior walls. Buyer agrees that Andrews Roofing is not liable for any nails, 
screws, or other hanging/support devices that become loose or removed from the structure and buyer 
assumes full responsibility for any such adjustments, replacements and/or repairs. In addition, any 
puncture by a roof nail or other fastener to wiring, plumbing, Freon lines, etc. which is installed in 
violation of building codes before roof installation is the responsibility of the buyer. Sometimes items 
such as these are installed too close to roof sheathing. Flat roofs only: In some cases, existing roofs 
contain moisture. While the job is under way, this moisture could drip down into the building. Andrews 
Roofing is not responsible for any damage caused by this leakage (rare occurrences). The abatement 
of asbestos or other hazardous material, if any exists, is not included in this contract. 


Additional Terms 

Work will begin between approximately one to five weeks after contract execution, depending 
on Andrews Roofing back log. The job will take approximately 5-8 workdays to complete. Events not 
under the control of Andrews Roofing, such as weather, material shortages, etc. do not constitute 
abandonment of the job on the part of Andrews Roofing. Delays caused by these events are not 
included in the estimated job completion time and do not affect the payment terms. Work will be 
completed as per all applicable local requirements for building permits, inspections, and zoning. 
Neither party has cancellation rights of this contract. 


Entire Agreement, Governing Law 
This accepted Proposal embodies the entire agreement between the parties and may be 


changed only by written amendment hereto, signed by both parties. 

This accepted proposal shall be governed by the laws of the Commonwealth of Virginia. 

Any changes made to this by buyer must be accepted and initialed by Andrews Roofing at time 
of buyer's acceptance of proposal. If these changes are not initialed by Andrews Roofing, changes are 
not part of proposal. 


NOTE: This proposal is valid for 15 days. 


Joseph M. Wicker, 
Estimator / Sales 


Acceptance of Proposal 
| have fully read the above Proposal, and find that its prices, terms, specifications, provisions, and 
conditions are satisfactory and are hereby accepted, resulting in an agreement between Andrews 
Roofing and Buyer. 


BUYER 
Signature Date 


Print Name 
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Certainleed 


SAINT-GOBAIN 


BUY 


As ranked by a leading 
Consumer Magazine. 


== 


LANDMARK 


DESIGNER ROOFING SHINGLES 
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CertainTeed products are tested to ensure the 


pas _jascic Ong | Nal highest quality and comply with the following 


industry standards: 


Landmark’s dual-layered construction provides depth and Fire Resistance: 
dimension, along with extra protection from the elements. ° UL Class A 
Widest array of colors in the industry. ° UL certified to meet ASTM D3018 Type 1 
Wind Resistance: 
* 229/235 lbs/square ¢ UL certified to meet ASTM D3018 Type 1 
¢ NailTrak® for faster installation * ASTM D316] Class F 
¢ Lifetime limited warranty Tear Resistance: 


* 10-year SureStart protection includes: * UL certified to meet ASTM D3462 
¢ CSA standard A123.5 


Materials and labor costs ; : ‘ - 
-10 | i pe eer. Wind Driven Rain Resistance: 
~year algae resistance STREAK Fighter * Miami-Dade Product Control Acceptance 


¢ 15-year 110 MPH wind warranty with Quality Standards: 
upgrade to 150 MPH available ° ICC-ES-ESR-1389 & ESR-3537 


LANDMARK® COLOR PALETTE 


é 


Atlantic Blue Burnt Sienna Charcoal Black Cobblestone Gray 


Colonial Slate Cottage Red Driftwood Georgetown Gray 


Heather Blend Hunter Green Mist White Moire Black 


BREN 


Mojave Tan Resawn Shake 


Landmark® Series 
available in areas shown 


Sunrise Cedar Weathered Wood 


CertainTeed Corporation 
20 MOORES ROAD MALVERN, PA 19355 
ASK ABOUT ALL OF OUR OTHER CERTAINTEED® PRODUCTS AND SYSTEMS: 
aa ROOFING * SIDING * TRIM * DECKING * RAILING * FENCE * GYPSUM * CEILINGS * INSULATION 
SAI NT- GOBAI N Professional: 800-233-8990 Consumer: 800-782-8777 —certainteed.com 
© 10/16 CertainTeed Corporation, Printed in the USA, Code No. 20-20-3366 


sentriclad 


architectural metals 


Regal White? 
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Sierra Tan 
SR: .30 IE: .85 SRI: 30 


Bone White" 
SR: .68 IE: .86 SRI: 82 


Medium Bronze 
SR: .26 IE: .84 SRI: 24 


STANDARD STOCKED 


ARCHITECTURAL COLOR PALETTE 


Surrey Beige’ 
SR: .35 IE: .86 SRI: 37 


Sandstone“ 
SR: .47 IE: .86 SRI: 53 


Almond‘ 
SR: .63 IE: .86 SRI: 75 


Extra Dark Bronze~ 
SR: .05 IE: .89 SRI: -1 


Dark Bronze 
SR: .26 IE: .84 SRI: 25 


Mansard Brown 
SR: .29 IE: .86 SRI: 29 


Patina Green 
SR: .25 IE: .87 SRI: 24 


Hemlock Green 
SR: .28 IE: .87 SRI: 28 


Teal** 
SR: .28 IE: .87 SRI: 28 


Hartford Green~** 
SR: .10 IE: .86 SRI: 4 


Classic Green 
SR: .25 IE: .86 SRI: 24 


Slate Blue 
SR: .27 IE: .86 SRI: 26 


Regal Blue** 
SR: .30 IE: .86 SRI: 30 


Colonial Red 
SR: .31 IE: .87 SRI: 31 


Banner Red** 
SR: .44 IE: .86 SRI: 49 


Terra Cotta 
SR: .39 IE: .85 SRI: 42 


Brandywine** 
SR: .27 IE: .87 SRI: 27 


Stone White* 
SR: .62 IE: .85 SRI: 73 


Bright Silver’ S66 
SR: .55 IE: .77 SRI: 61 


Mica Color++ 


Sierra Tan 
SR: .46 IE: .87 SRI: 52 
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Classic Green 
SR: .31 IE: .87 SRI: 32 
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Matte Black 
SR: .26 IE: .86 SRI: 25 


Slate Gray 
SR: .37 IE: .86 SRI: 39 


Dove Gray 


SR: .49 IE: .87 SRI: 56 SR: .08 IE: .90 SRI: 4.0 


Come 1 LEED® compliant for low slope and steep slope 
E R 


INSHEQESING =A LEED® compliant for steep slope only 
PVDF - 70% polyvinylidene flouride resin paint system 


++ Featuring a pearlescent mica finish; subject to premium pricing. 
Colors shown are as close to actual colors as allowed by the printing 
process. Actual metal samples are available. Colors may appear 
different when viewed at different angles and under different 
lighting conditions. Due to product improvements, changes and other 
factors, we reserve the right to change or delete information herein 


~All Standard Stocked colors are ENERGY STAR® 
approved except Hartford Green, 
Extra Dark Bronze 


without prior notice. 


Bright Copper‘ $25 
SR: .41 IE: .85 SRI: 44 


Pewter S11 
SR: .36 IE: .85 SRI: 38 


Champagne $20 
SR: .37 IE: .83 SRI: 38 


Silversmith’ $15 
SR: .48 IE: .80 SRI: 52 


Colonial Red 
SR: .31 IE: .87 SRI: 31 


Dark Bronze 
SR: .28 IE: .86 SRI: 27 


Medium Bronze 
SR: .31 IE: .87 SRI: 32 


Slate Gray 
SR: .37 IE: .86 SRI: 39 


Acrylic Coated Galvalume 
also available (not pictured) 


877-495-7663 
www.sentrigard.com 


Matte Black 
SR: .26 IE: .86 SRI: 25 


Slate Blue 
SR: .30 IE: .87 SRI: 31 


Hartford Green** 
SR: .31 IE: .87 SRI: 32 


SR = Solar Reflectivity 
** DENOTES EXOTIC COLORS AND ARE SUBJECT TO PREMIUM PRICING 


IE = Initial Emissivity SRI = Solar Reflective Index 


ARCHITECTURAL PVDF SHEER 

COLOR SR SRI 26GA. 24GA.t 22GA.*4 18GA.*4 .032" .050"t4 .063"t4 
Regal White 

Bone White 

Almond 

Sandstone 

Surrey Beige 

Sierra Tan 

Medium Bronze .26 .84 24 ich ou e e eon e e e 
Mansard Brown R29) -86 29 eu en e e 
Dark Bronze 26 84 25 ic eu e e on e e e 
Extra Dark Bronze 05 89 -1.0 ou e e 
Patina Green n25 87 24 eu e 

Hemlock Green 28 87 28 en 

Classic Green of} -86 24 LG eu e e e 

Hartford Green** 10 86 4.0 LG eon e e 
Teal** 28 87 28 

Regal Blue** 30 86 30 on e 

Slate Blue 27 -86 26 LG eu e 

Terra Cotta 39 85 42 ou 

Banner Red** 44 86 49 eon e 

Colonial Red asi) 86 oil LG ou e 

Brandywine** tf .87 27 eu e 

Dove Gray 49 87 56 on en e 
Slate Gray oi .86 39 ic on ou e 

Charcoal .08 -90 4.0 Ol e ou e e 
Matte Black .26 .86 25 ic en e ou e e 
Bright Silver++ O5) wll 61 ou en e e 
Silversmith++ -48 -80 52 eon e 

Champagne++ ei 83 38 eu e 

Pewter++ 36 85 38 eu e 

Bright Copper++ Al .85 44 ou en 

Stone White -62 85 73) eu e e 


PAINT PERFORMANCE 


PROPERTIES 


Accelerated Weathering 
ASTM D 4587 

(Drew Cycle Weatherometer) 
ASTM G-154 

Chalk Rating Per ASTM D 
4214, Method A 


HOT DIPPED GALVANIZED 
STEEL OR GALVALUME® 


Hours: 3,000 Total 

Chalk: Rating 8 

Color: 5 AE Hunter units max 
Hours: 5,000 Total 

Chalk: Rating 6 

Color: 5 A E Hunter units max 


ALUMINUM 


Hours: 3,000 Total 

Chalk: Rating 8 

Color: 5 AE Hunter units max 
Hours: 5,000 Total 

Chalk: Rating 6 

Color: 5 AE Hunter units max 


Salt Spray Hours: 1,000 Total Hours: 3,000 Total 

ASTM B 117 Scribe: Rating '/,," (2mm) Scribe: Rating 10, no creepage 
Field: Rating 10, no blisters Field: Rating 10, no blisters 

Humidity Hours: 2,000 Total Rating: 10, no Hours: 3,000 Total Rating: 10, no 

ASTM D 2247 blisters Per ASTM D 714 blisters Per ASTM D 714 

Formability OT-2T OT-2T 

ASTM D 4145 

ASTM D 522 No cracking No cracking 


(Elongation over '/," mandrel) 


No loss of adhesion 


No loss of adhesion 


Pencil Hardness 
ASTM D 3363 


HB-2H 


HB-2H 


Abrasion Resistance 
ASTM D 968 


55-75 Liters 
of falling sand 


55-75 Liters 
of falling sand 


Specular Gloss 
ASTM D 523 


30 +/- 5 at 60° 
55 +/- 5 at 85° 


30 +/- 5 at 60° 
55 +/- 5 at 85° 


Reverse Impact 


2 x Metal thickness in inch-lbs. No 


'/, x Metal thickness in inch-lbs. No 


ASTM D 2794 loss of adhesion. No Cracking. loss of adhesion. No cracking. 
Flame Test Class A rated coating Class A rated coating 
ASTM E 84 


+ Standard Coil Width is 48.25" 
Standard Coil Width is 44.375" 
e@ Standard Color Option. 

@ 40.5" Coil Option is Available. 


A Additional Lead Times May Apply. 


41 Standard Coil Width 40.5" 
LG Refers to Reflective Ratings 


" Offered in 27-1/2" coil width 


++ Denotes Mica Colors 


** Denotes exotic colors and are 
subject to premium pricing 


NOTES ON AVAILABILITY: 


PROUDLY FINISHED WITH 
SHERWIN-VVILLIAMS. 
Coil Coatings 


SRI RATINGS ARE FOR GALVALUME ONLY. 
ALUMINUM RATINGS ARE LISTED ON 
WWW.SENTRIGARD.COM 


. 24ga, .032, .040, .050, .063 are standard 48.25" in width. 22g and 18ga are 


44.375" in width. 26ga is 40.5" standard width for painted items. 


wn 


. Protective stippable film is standard on flat sheets. 
. Mica++and exotics ** are subject to premium pricing. Due to the unique effect 


of the Mica finishes, appearances may vary from batch to batch. 


os 


. Standard inventory is non-embossed. Embossed requests are to be quoted. 
. Unpainted, acrylic coated, aluminum-zinc alloy steel (AZ55) is maintained in 


26ga 20", 26ga 27-1/2", 26ga 24", 24ga 20", 24ga 27-1/2", 24ga 24" slit coils 
and 26ga 48"x120", 24ga 48"x120" flat sheets (no strippable film). 
6. All colors are supplied in Medium Gloss (20-35 at 60 deg). Low gloss on non 
26ga available subject to minimum coating run. 
7. This color chart is subject to change without notice. 
Sentriclad® standard architectural colors and finishes feature 70% 
polyvinylidene fluoride (PVDF) resin paint systems to ensure long term 
color retention and performance. Custom colors and finishes are also 
available. Minimum quantities and set up charges may apply. 


877-495-7663 www.sentrigard.com 
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THE PREFERRED CHOICE SINCE 1891 


© 2020 Sentrigard 


98-32-010 
10/18 23M 


CITY OF SUFFOLK 


442 W. WASHINGTON ST., P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 


PHONE: (757) 514-4060 FAX: (757) 514-4099 
DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 
Division of Planning 
To: Historic Landmarks Commission 
From: Alexis Baker, AICP, Comprehensive Planning Manager 
Date: December 9, 2021 
Subject: Request for Certificate of Appropriateness HLC2021-00038, submitted by 


Steven Oser, 312 N. Main Street, LLC, applicant and property owner, for exterior 
alterations at property located at 312 N. Main Street. The property is further 
identified as Tax Map Number 34G11(A)*161, Suffolk Voting Borough, zoned 
CBD, Central Business District zoning district, and HC, Historic Conservation 
Overlay District. 


STAFF REPORT 


Overview of the Subject Property and Surrounding Area 


The subject property is located at 312 N. Main Street. This property is part of the Original Suffolk 
District of the Suffolk Historic Conservation Overlay District and is located in the Central Business 
District zoning district. The majority of the buildings in this area were constructed in the late 19" 
and early 20" centuries and represent Queen Anne Victorian, Bungalows, Vernacular, and 
Colonial Revival architectural. 


According to the National Register of Historic Places, the subject property, constructed circa 
1890, is a contributing structure to the Original Suffolk Historic District. This building, 
currently used as an attorney’s office, represents Queen Anne Victorian architecture. The wood 
frame structure is clad with weatherboard with a vernacular porch with an Ionic column and 
classical entablature. It has three asymmetrical bays. The hipped roof has pressed metal tiles. 


Case History 


HLC2018-021 — Certificate of Appropriateness approved on May 17, 2018, to replace a retaining 
wall. 


Public Notice 


This request has been duly advertised in accordance with the public notice requirements set forth 


HLC2021-00038 
December 9, 2021 


Page 2 


in Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of 
the Unified Development Ordinance. A notice, containing a copy of the staff report, was also 
provided to the applicant on December 3, 2021. 


Proposed Actions 


The applicant’s request includes the following actions: 


1. 


Replace metal tile roofing and standing seam metal porch roof with architectural shingles 
in estate gray. 


Condition Statement 


A condition statement was submitted for this request. 


Surrounding Characteristics 


A detailed description of adjacent and nearby properties is provided below. 


310 N. Main St. — Contributing bungalow, constructed circa 1915. This wood frame home 
is clad in weatherboard with a bungalow porch. The main house is two stories with exposed 
rafters. The gable roof is covered with standing seam metal. 


318 N. Main St. — Contributing vernacular, constructed circa 1840. This building is 
currently used for residential apartments. It is composed of a brick seven course American 
Bond. It is three stories tall with three front bays and five side bays. It has Chinese 
Chippendale railings, French doors with rectangular transoms, a stucco fagade, and full 
classical cornice. The National Register of Historic Places Inventory describes the central 
front gable roof as slate. 


106 W. Finney Ave. — Noncontributing building, built circa 2010. The roof has 
architectural asphalt shingles. 


106 Grayson Ct. — Contributing building with no discernible architectural style, circa 1930. 
This is a one-story, three bay, frame side gable structure with wood siding and a gable roof 
with asphalt shingles. 


108 Grayson Ct. — Contributing building, constructed circa 1935. This minimal dwelling 
is a one-story, three bay, frame side gable structure. The structure has vinyl siding but 
retains its original six-over-six double-hung sash windows. The original quarter-glazed 
entry door in the center bay sits under a wide single-bay front gable porch supported by 
square posts. The gable roof has asphalt shingles. 


HLC2021-00038 
December 9, 2021 


Page 3 


Site Modifications 


As noted above, the applicant is requesting to remove the existing metal roof tiles and replace them 
with architectural shingles in estate gray. 


Applicable Regulations 


A. Unified Development Ordinance (UDO) 


Section 31-413(g)(7), Approval of Major Action by the HLC 
(iv) Any change or alteration of the exterior architectural style of a designated 
landmark or contributing property, including removal or rebuilding of porches, 


dormers, cupolas, stairways, terraces and the like. 


(v) Any alteration to exterior building materials or color of materials 


B. Suffolk Historic District Design Guidelines 


ee 


Chapter 5, Residential Building Design Considerations, Section I, Roofs. The roof is one 
of the most important elements of a structure since it serves as its “cover” from the 
elements. As a consequence, roof maintenance is absolutely critical for ensuring the 
preservation of the rest of the structure. 


e Section I.1. Roof designs vary considerably within the Historic Conservation 
Overlay District and are one of the key character-defining elements of the style of 
the house. The type of roof covering is also important in defining the character, 
formality, stature, and texture of the house and the street. Consequently, historic 
roofing materials should be preserved and maintained. 


e Section I.4. When replacing a roof, match original materials as closely as possible. 
Avoid, for example, replacing a standing seam roof with asphalt shingles, as this 
would dramatically alter the building’s appearance. 


e Section I.7. Traditional roofing material such as standing seam metal are preferred 
over asphalt shingles but are not required. 


e Section I.8. When the original roofing material has already been replaced with 
asphalt shingles and re-roofing becomes necessary, then, at a minimum, the roof- 
in material shall be upgraded to an architectural-grade shingle. 


e Section 1.9. A signed statement, with exhibits, from a licensed general contractor 
stating the condition of the existing roof, ability to be repaired, need for 
replacement, proposed corrective measures, and options to replacement is required 


HLC2021-00038 
December 9, 2021 
Page 4 


as supporting documentation for any application for a Certificate of 
Appropriateness. 


C. The Secretary of Interior’s Standards for Rehabilitation 


1. The Secretary of the Interior Standards, which are included in Appendix A of the Historic 
Guidelines, encourage the repair and preservation of existing historic materials and 
character defining elements. Where replacement is determined to be necessary, the new 
feature shall match the old in design, color, texture, and other visual qualities and, where 
possible, materials. The design of replacement features shall also be substantiated by 
documentary, physical, or pictorial evidence. Exterior alterations shall not destroy historic 
materials that characterize a property. 


Staff Analysis 


The applicant is requesting to replace the metal tile on the main roof and the standing seam metal 
porch roof with architectural shingles in estate gray. A condition statement indicated that the roof 
is non-repairable and needs to be replaced. There are missing metal tiles which have since been 
discontinued and the contractor is unable to purchase new tiles for repair. There are problems with 
the flashing points and the metal is deteriorated to the point where a coating would not be 
recommended on top of the metal. While staff notes that the metal tile roof is in poor condition 
and cannot be repaired or replaced with the same product, the Historic District Design Guidelines 
and Secretary of Interior’s Standards state that the replacement roofing material should match the 
old material in design, color, texture, and other visual qualities. However, if the original roofing 
material cannot be matched, the Design Guidelines recommend historic materials, such as a 
standing seam metal roof, be used as replacement material. The porch roof is covered with standing 
seam metal roof and should be replaced in-kind with a standing seam metal roof. Therefore, Staff 
recommends an in-kind replacement of the roof with a material resembling the metal tile or, 
alternatively, a traditional roofing material such as a standing seam metal roof; the porch roof 
should be replaced with a similar standing seam metal roof. 


Summary and Recommendations 


Based on the above findings-of-fact and the conditions outlined above, staff recommends denial 
of the request to replace the existing metal tile roof with architectural shingles. 


Attachments 
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ZONING / LAND USE MAP 
HLC2021-038 


User Name: Awood 
Date: 11/04/2021 


TOP TIER 
ROOFIN 


ROOFING-SIDING-GUTTERS 


Oser Law Building 
312 N. Main Street 
Suffolk, VA 23434 


November 9, 2021 


To Whom it may concern, 


On November 9%, 2021 Oser Law Building contacted Top Tier Roofing for an inspection on their 
roof. Based off our inspection we have concluded that this roof is non-repairable and needs to be 
replaced. The property currently has missing metal tiles which have since been discontinued and are 
unable to be purchased for repairs (see front slope), problems with several flashing points, and all in all 
the metal is deteriorated in several places to the point we wouldn’t even recommend a coating on top of 
the metal. With this being said, the only way for us to properly restore this property and the value in which 
it brings to the City of Suffolk is with a full roof replacement. 


Please feel free to reach out to me with any questions, comments, concerns, and or complaints. You can 


email me directly at blade.hubbard@toptierroofingva.com, my direct phone number is 757-985-0201 or 
you can call the office and press “1” for sales and it will direct you to me as well. 


Respectfully, 


Blade Hubbard 
Sales Manager 
Top Tier Roofing 
757-985-0201 


Blade. hubbard@toptierroofingva.com 


GZ, Newman 


Class A #2705176228 


COMMONWEALTH. of VARGINEA 


EXPIRES ON e 193 '. NUMBER 
-- 08-31-2022 | 367-8500, ; | 2705176228 


CLAS IFICATIONS* ROC 


TOP TIER ROOFING LLC 4 @) Le | 
429 N MAIN ST | 2) i 2 


UFFOLK, VA 23434 
DPOR-LIC (02/2017) 


(DETACH HERE) 


(SEE REVERSE SIDE FOR PRIVILEGES AND INSTRUCTIONS) 
COMMONWEALTH of VIRGINIA 
2 4 2) LS | Department of Professional and Occupational Regulation 
CLASS A BOARD FOR CONTRACTORS 
CONTRACTOR 
i 
i 


2 *CLASSIFIGATIONS*:ROC «= ; 
NUMBER: 2705176228 EXPIRES 


“TOP TIER ROOFING ue E 
429NMAINST 
SUFFOLK, VA 23434 


PATENTS $,197,765 540,159 


Status can be verified at http:/avww.dpor.virginia.gov DPOR-PC (02/2017) 
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Front view of 312 N. Main Street from Main Street 


Close-up of main gabled roof 


Close-up of right side of main gable roof 


Close-up of flashing 


Close-up of Flashing 


Close-up of Flashing 


Close-up of Dormer 


Close-up of Flashing 


Roofing Resources During COVID-19 | For Contractors | For Homeowners 


ss Learn Products Deaegn Warcarity Contractors: About SEARCH Q 


tooling * Stenylex « Ol 25371 - tegish | 


Trubefinition* 


DURATION 


SHINGLES 


© FAVORITES (0) Colors Gallery Features Technical Information Ardated hams Inaperanon 


AMERICA'S MOST RECOMMENDED” ROOFING PRODUCTS 


WINNER Owens Corning’ is honored to have earned the 2021 Women's Choice Award" as America’s Most 
ee Recommended™ Roofing Products. This award is given by women for women. It is based on a national 
survey thet measures brand preference by female consumers. 


COLORS 


FAVORITES (0) Order Primted Sample Try On this Root Explore Style Boards Where To Buy 


® 


INNOVATIONS FOR LIVING® 


\ | 


Owens Corning” Roofing Products help protect from the elements 
and severe weather for commercial, institutional and high-rise 
residential buildings with a broad array of aesthetically appealing 
roofing products. This document applies to the LEED New ° 
Construction and Major Renovations, LEED Commercial Interiors, 
LEED Core & Shell, LEED for Schools and LEED for Existing Buildings, 
Operations & Maintenance products. As you pursue LEED ° 


Certification, rely on the products and expertise of Owens Corning. 


LEED Certification and the awarding of credits, is based on the overall ° 
project design, properly designed building systems and construction 


Tru 
° Tru 


assemblies, and the performance of the project as a whole. Roofing 


Shingle Products can be components in many roofing systems and 
assemblies. All components and assemblies should be considered when . 


° Tru 
Tru 


seeking credits within a given category. Owens Corning™ Shingle 


Products contribute to the categories listed below. 


Table | (Chart continued on next page) 


Contribution to LEED Requirement 


Owens Corning” Roofing Shingle Products 


HELPING YOU ACHIEVE LEED® CERTIFICATION 


Owens Corning” Roofing Shingle Products: 
¢ Berkshire® Collection 


Woodmoor® Shingles 


* Woodcrest® Shingles 
Tru 


Definiti Duration® Designers Color Collection 


tion® Shingle 


t 
Definiti Duration STORM® Shingles 
rt Duration MAX™ Shingles 

t 


Definiti 
Definiti dge® Shingles 
ion® WeatherGuard® HP Shingles 


on® Oakri 


Definit 


Duration® Premium Cool Shingles 
Duration® Premium Shingles 


Supreme® Shingles 


LEED Credit Category 


LEED Requirement 


Owens Corning” Product Contribution 


Energy and Atmosphere (EA) 


Prerequisite 2: 
Minimum Energy Performance 


Credit |: 
Optimize Energy Performance (1-19 points) 


Credit 2: 
Construction Waste Management 
(1-2 points) 


10% performance improvement for new buildings 
or 5% better performance for renovated existing 
buildings, with baseline building performance rating 
calculated per method in Appendix G of ANSI/ 
ASHRAE/IESNA Standard 90.1-2007 for whole 
building simulation. 


Improve building performance rating compared with 
he baseline building performance rating, calculated 
per Appendix G of ANSI/ASHRAE/IESNA Standard 
90.1-2007 a whole project simulation model, 

with points awarded per energy cost savings in 
LEED table. 


Develop and implement a waste management plan, 
quantifying material diversion by weight (Remember 
hat salvage may include the donation of materials 
o charitable organizations such as Habitat 

for Humanity.) 

Recycle and/or salvage at least 50% (by weight) of 
construction, demolition, and land clearing waste 

| point) 

Recycle and/or salvage an additional 25% (75% total 
by weight) of the construction, demolition, and land 
clearing debris (| point) 


Owens Corning” Roofing Products, Duration® Premium Cool Shingles, 
TruDefinition® Duration? Oakridge® and Supreme® Shasta White 
Shingles can help to reduce building energy demand. The project team is 
responsible for conducting the energy analysis to determine the overall 
building energy efficiency. 


Owens Corning” Roofing Products, Duration® Premium Cool Shingles, 
TruDefinition® Duration? Oakridge® and Supreme® Shasta White Shingles 
can help to reduce building energy demand. The overall contribution 
depends on the building system or construction assembly where the 
product is used. The project team is responsible for conducting the energy 
analysis to determine the overall building energy efficiency. 


Owens Corning™ Roofing Preferred Contractor Shingle Recycling Program 
available in specific markets. 


Table | (Continued) 


Contribution to LEED Requirement 


LEED Credit Category 


LEED Requirement 


Owens Corning” Product Contribution 


Materials & Resources (MR) 


Credit 4: 
Recycled Content (1-2 points) 


Credit 5: 
Regional Material (1-2 points) 


Materials with recycled content such that the sum of 
post-consumer recycled content plus /2 of the pre- 
consumer content constitutes at least 10% 

(I point) or 20% (2 points), based on cost, of the total 
value of the materials in the project. 


Materials/products extracted and manufactured 

(or fraction thereof) within 500 miles of project site 
for a minimum of 10% (I point) or 20% (2 points), 
based on cost, of the total materials value (fractional 
quantities contribute as percentage by weight). 


Owens Corning” Shingle Products contain varying levels of pre-consumer 
recycled content, depending on product and manufacture location. 
See Table 2 


Owens Corning” Shingle products are made in many locations, providing 
regionally available product manufactured and sourced within a 500 mile 
radius of project locations in many areas of the country. Owens Corning” 
Roofing plant locations are shown in Fig. |. Contact |-800-GET-PINK® for 
additional information. 


Innovation in Design (ID) 
(I-4 points) 


Credit can be achieved through any combination of 
the Innovation in Design and Exemplary Performance. 


Refer to individual product data sheets or check with the local sales 
representative for product applications. 


cost of all materials. 


ote: No individual material enables a credit point to be taken within LEED because each category is dependent on the aggregate of all materials and their proportionate relationship to the total dollar 


Table 2 


Manufacturing Facility 


Shingles Product 


Pre-Consumer Recycle Content Available for LEED NC Credit 


Atlanta Supreme® Shingles 11% 
Oakridge® Shingles 

Brookville Oakridge® Shingles 7% 
TruDefinition® Duration® Shingles 7% 

Medina Supreme® Shingles 9% 

Memphis Supreme® Shingles 15% 
Oakridge® Shingles 4% 

Summit Supreme® Shingles 20% 
Oakridge® Shingles 8% 


Recycled content is a yearly average based on tons of recycled material purchased divided by the nominal square weight times the squares provided. 


Figure | 


Owens Corning” Roofing Shingle Product Plant Locations 


* 


Summit, IL 


Medina, OH 


Savannah, GA 


Denver, CO’ ~~ A bse Jacksonville, FL 
~~ a 5 
Irving TX \\ Houston, TX QS) 
vi 


Memphis, TN 


To view other Owens Corning” products that help contribute to LEED certification please visit 


ONE OWENS CORNING PARKWAY 


TOLEDO, OHIO 43659 


ee OWENS CORNING ROOFING AND ASPHALT, LLC 


1-800-GET-PINK® 
INNOVATIONS FOR LIVING® www.owenscorning.com 


http://sustainability.owenscorning.com/ and download Pub. No. I00I16I1. 


Pub. No. 10011706-E. Printed in U.S.A. March 2013. The color PINK is a registered trademark of Owens Corning. ©2013 Owens Corning. All Rights Reserved. 
LEED® is a registered trademark of US Green Building Council. 


HLC PROPERTY MAINTENCE CODE ENFORCEMENT UPDATE 


JANUARY 2022 
ADDRESS CODE VIOLATION(S) STATUS 
342 N MAIN ST PROPERTY MAINTENANCE COURT 02/3/2022 


e =PEELING PAINT 

e DETERIORATED ROOF 

e DETERIORATED PORCH 

e DETERIORATED EXT WALLS 


- 7TH COURT HEARING 


179 E WASHINGTON ST 


PROPERTY MAINTENANCE 
e DETERIORATED EXT WALLS 
e DETERIORATED WINDOWS AND 
DOORS 


COURT CONTINUANCE: 02/3/2022 


388 E WASHINGTON ST 


PROPERTY MAINTENANCE 
e DAMAGE TO EXT WALL 


COURT CONTINUANCE 03/03/2022 
REPAIRS IN PROGRESS 


205 GRACE ST 
(1 UNIT) 


PROPERTY MAINTENANCE 
e MISSING EXHAUST FANS 


e MISSING SMOKE DETECTORS 


REPAIRS IN PROGRESS 


223 BANK ST 


PROPERTY MAINTENANCE 
e WINDOWS DAMAGE 


e ROOF DAMAGE 

e DETERIORATED EXTERIOR WALL 
e INTERIOR SURFACE DAMAGE 

e DETERIORATED PORCH 


COURT - NO SERVICE 


219 CLAY ST 


PROPERTY MAINTENANCE 
e ROOF DAMAGE 


e EXTERIOR WALL DAMAGE 
e BROKEN WINDOWS 
e INTERIOR DAMAGE 


COURT — NO SERVICE 


181 N MAIN ST 
(27 UNITS) 


PROPERTY MAINTENANCE 
e MISSING SMOKE DETECTORS 


e INTERIOR DOOR DAMAGE 
e BROKEN WINDOWS 


VACANT STRUCTURE — OWNER 
ASKED FOR EXTENSION 


118 PINNER ST 


PROPERTY MAINTENANCE 
e ROOF DAMAGE 


e EXTERIOR WALL DAMAGE 

e BROKEN WINDOWS 

e INTERIOR FLOOR COLLASPE 
e INTERIOR CEILING COLLASPE 


NEW OWNER TO DEMOLISH — 
OWNER OBTAINING CUT OFFS 
FROM UTILITY COMPANIES 


140 W WASHINGTON ST 


PROPERTY MAINTENANCE 
e SIDEWALK IN DISREPAIR 


COURT — 02/03/2022 


Zoning 


Case Activity Report 
January 2022 
PROPERTY OWNER(S) LOCATION VIOLATION(S) JUDGEMENT INSPECTOR 
MELVION 
ST. JOSEPHS WORKING WITHOUT AN APPROVED NOV SENT 

RESERVE,LLC PERO AOE COA 8/31/2020 Bent 

LAKEISHA BRADLEY 302 BANK ST WORKING WITHOUT AN ZONING NOV SENT KEVIN 
PERMIT / COA 8/11/2021 ALEXANDER 

NICHOLAS MOYER 351 N MAIN ST - OPERATING A TIRE REPAIR NOV SENT KEVIN 
SHOP WITHOUT A CONDITIONAL USE 8/25/2021 ALEXANDER 

PERMIT (CUP) 
*Case moving forward to CC on 
12/15/2021 for CUP 

EWS PROPERTIES III 201 E LIVE ENTERTAINMENT WITHOUT A NOV HAND KEVIN 

LLC WASHINGTON ST CONDITIONAL USE PERMIT (CUP) DELIVERED ALEXANDER 
8-19-2021 
*submitted CUP application on 
11/4/2021 

FRED WALKER 213N WORKING WITHOUT A ZONING NOV SENT KEVIN 
SARATOGA PERMIT/COA (FENCE) 11/29/2021 ALEXANDER 

FUTURE 444 N. MAIN ST TEMPORARY BANNER LONGER THAN NOV SENT KEVIN 
INVESTMENTS LLC 90 DAYS 12/6/2021 ALEXANDER 


